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Doors & Frames

Frame Measurement Guide
1-3/4” DOOR/FRAME HINGE LOCATIONS OF STEEL DOOR INSTITUTE MEMBERS
Locations are the most currently available.  When matching locations to existing frames or doors, always fi eld verify.  TCH is not 
responsible for errors when dimensions are different than those listed on chart.  Dimension “A” is in feet and inches.  All other 
dimensions are in inches.  Dimensions are for 4-1/2” x 4-1/2” hinges.
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Doors & Frames

Frame Options
TRANSOMLITES, SIDELITES AND BORROWED LITES
TCH can build hollow metal frames to fi t any project.  We stock many frame throat dimensions to custom build to your requirements.  
No need to wait for material to be produced and shipped from the factory like other distributors.  

This page shows some popular designs that can incorporate doors with window lites, panels, and louvers.  Please specify 
dimensions when ordering. 

Fire-rated frames are also available.  Check with your local code authorities before ordering labeled frames.  Our project managers  
can help you determine the maximum area allowed for specifi c labels.

▪ DOUBLE EGRESS DOORS
Typically used in corridors.  

Always in stock at TCH and ready 
for shipment.

SSTO7 DST12 SST06 TRF04

SSL05 SPS05 DDP507

DSL07

BLF06

BLF04
BLF05
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Doors & Frames

Stock Frames
STEEL FRAMES
Steelcraft cold rolled steel frames can be specifi ed in a wide range of profi les and confi gurations.  A variety of stock frames are 
highlighted here.  Numerous hardware preparations, reinforcements, sidelites, transom lites and borrowed lites can be built in 
our shop.  

All of our stock door frames are fi re-rated and can be labeled for 20 minutes to 3 hours by Warnock Hersey.  Prime paint is standard.  

Galvanized frames stocked in F534 14 gauge and F534 12 gauge only.  Standard single frames are designed for use with a 
Steelcraft HM door or wood doors with Steelcraft hinge locations.  Standard height frames come with three ANSI A156.7 4-1/2” x 
4-1/2” standard weight template hinge preps.  A standard frame would also come with an ANSI 4-7/8” standard commercial strike 
prep.  All other confi gurations must be specifi ed.

▪ F PROFILES

▪ DW & DCO PROFILES

▪ F SERIES
“F” = standard frames for masonry, wood or metal stud walls; unequal rabbets
“F12” = heavy/extra heavy duty frames; custom jamb depth; equal rabbets*
*1” face material also available (jamb and head) in heights of 6’8” and 7’0”

All “F” and “F12” series frames are available knocked down or welded.  Install to either butt or 
cap wall.

 JAMB DEPTH DIM.
& FRAME SERIES #  THROAT OPENING  GAUGE
  F434    3-3/4”         16
  F534    4-7/8”      16&14
  F634    5-3/4”         16
  F734    6-3/4”         16
  F834     7-3/4”         16
               F12534    4-7/8”     12(GAL)
               F12814    7-1/4”         16

▪ DW, DCO AND D DRYWALL SERIES
“DW” = drywall slip-on frame; unequal rabbets
“D” = same as DW with equal rabbets
“DCO” = drywall cased opening; slip-on frame, no rabbets

All typically furnished knocked down in 16 gauge material.  18 gauge is available by special 
order.  Use with metal or wood stud walls.  Adjustable plumb compression anchors standard.

JAMB SERIES#  JAMB DEPTH  THROAT OPENING
         DW/478            5-3/4”                4-7/8”
          DCO5            5-3/4”                4-7/8”
           D814            8-1/4”                7-1/4”   

▪ F12 PROFILES

▪ D814 PROFILES
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Doors & Frames

Stock Frames
F SERIES FRAMES
4-3/4” jamb depth, 16 gauge, 2” face frame heads.
TCH#     MFR#  DESCRIPTION
502065          F1644343343068L ASA 3068 LH STEEL FRAME
502070          F1644343343068R ASA 3068 RH STEEL FRAME
502075          F1644343344068L ASA 4068 LH STEEL FRAME
502080          F1644343344068R ASA 4068 RH STEEL FRAME

502083          F1644343346068D 6068 DBL STEEL FRAME

502085          F1644343343070L ASA 3070 LH STEEL FRAME
502090          F1644343343070R ASA 3070 RH STEEL FRAME
502095          F1644343344070L ASA 4070 LH STEEL FRAME
502100          F164434334070R ASA 4070 RH STEEL FRAME

502105          F1644343346070D ASA 6070 DBL STEEL FRAME

5-3/4” jamb depth, 14 gauge, galvanized.
TCH#      MFR#                   DESCRIPTION
503260   F5343070L ASA  3070 LH STEEL FRAME
503265   F5343070R ASA  3070 RH STEEL FRAME

5-3/4” jamb depth, 16 gauge, 2” face frame heads.
All of these frame widths are available in 8’ height.
TCH#     MFR#  DESCRIPTION
502110      F1645344782068L ASA 2068 LH STEEL FRAME
502115      F1645344782068R ASA 2068 RH STEEL FRAME
502120      F1645344782468L ASA 2468 LH STEEL FRAME
502125      F1645344782468R ASA 2468 RH STEEL FRAME
502130          F1645344782668L ASA 2668 LH STEEL FRAME
502135      F1645344782668R ASA 2668 RH STEEL FRAME
502140      F1645344782868L ASA 2868 LH STEEL FRAME
502145      F1645344782868R ASA 2868 RH STEEL FRAME
502150      F1645344783068L ASA 3068 LH STEEL FRAME
502155          F1645344783068R ASA 3068 RH STEEL FRAME
502160      F1645344783468L ASA 3468 LH STEEL FRAME
502165          F1645344783468R ASA 3468 RH STEEL FRAME
502170          F1645344783668L ASA 3668 LH STEEL FRAME
502175      F1645344783668R ASA       3668 RH STEEL FRAME
502180          F1645347843868L ASA 3868 LH STEEL FRAME
502185          F1645344783868R ASA 3868 RH STEEL FRAME
502190      F1645344784068L ASA 4068 LH STEEL FRAME
502195          F1645344784068R ASA 4068 RH STEEL FRAME
502200      F1645344785068D 5068 DBL STEEL FRAME
502205      F1645347846068D 6068 DBL STEEL FRAME
502210          F1645347847068D             7068 DBL STEEL FRAME
502215          F1645344788068D 8068 DBL STEEL FRAME

NOTE:  All sizes listed in frame descriptions are shown as 
feet, inches.  A 3070 frame is used for a 3’0” wide 

by 7’0” high opening and accepts a 3’0” x 7’0” door.

(continued)
TCH#     MFR#  DESCRIPTION
502220      F1645344782070L ASA 2070 LH STEEL FRAME
502225      F1645344782070R ASA 2070 RH STEEL FRAME
502230      F1645344782470L ASA 2470 LH STEEL FRAME
502235          F1645344782470R ASA 2470 RH STEEL FRAME
502240      F1645344782670L ASA 2670 LH STEEL FRAME
502245      F1645344782670R ASA 2670 RH STEEL FRAME
502250      F1645344782870L ASA 2870 LH STEEL FRAME
502255          F1645344782870R ASA 2870 RH STEEL FRAME
502260      F1645344783070L ASA 3070 LH STEEL FRAME
502265      F1645344783070R ASA 3070 RH STEEL FRAME
502270      F1645344783470L ASA 3470 LH STEEL FRAME
502275      F1645344783470R ASA 3470 RH STEEL FRAME
502280          F1645344783670L ASA 3670 LH STEEL FRAME
502285      F1645344783670R ASA 3670 RH STEEL FRAME
502290      F1645344783870L ASA 3870 LH STEEL FRAME
502295      F1645344783870R ASA 3870 RH STEEL FRAME
502300      F1645344784070L ASA 4070 LH STEEL FRAME
502305      F1645344784070R ASA 4070 RH STEEL FRAME

502310          F1645344785070D 5070 DBL STEEL FRAME
502315      F1645344786070D 6070 DBL STEEL FRAME
502320      F1645344787070D 7070 DBL STEEL FRAME
502325      F1645344788070D 8070 DBL STEEL FRAME

502330      F1645344783080L ASA 3080 LH STEEL FRAME
502335      F1645344783080R ASA 3080 RH STEEL FRAME

502350      F1645344786080D ASA 6080 DBL STEEL FRAME
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Doors & Frames

Stock Frames
▪  F SERIES FRAMES
7-3/4” jamb depth, 16 gauge, 2” face frame heads.
TCH#     MFR#  DESCRIPTION
502680      F1647346343068L ASA 3068 LH STEEL FRAME
502685      F1647346343068R ASA 3068 RH STEEL FRAME
502690      F1647346344068L ASA 4068 LH STEEL FRAME
502695      F1647346344068R ASA 4068 RH STEEL FRAME

502698      F1647346346068D 6068 DBL STEEL FRAME

502700      F1647346343070LH ASA 3070 LH STEEL FRAME
502705      F1647346343070RH ASA 3070 RH STEEL FRAME
502710      F1647346344070LH ASA 4070 LH STEEL FRAME
502715      F1647346344070RH ASA 4070 RH STEEL FRAME

502718      F1647346070D  6070 DBL STEEL FRAME

8-3/4” jamb depth, 16 gauge, 2” face frame heads.
TCH#     MFR#  DESCRIPTION
502780      F1648347343068L ASA 3068 LH STEEL FRAME
502785      F1648347343068R ASA 3068 RH STEEL FRAME
502790      F1648347344068L ASA 4068 LH STEEL FRAME
502795      F1648347344068R ASA 4068 RH STEEL FRAME

502798      F1648347346068D 6068 DBL STEEL FRAME

502800      F1648347343070L ASA 3070 LH STEEL FRAME
502805      F1648347343070R ASA 3070 RH STEEL FRAME
502810      F1648347344070L ASA 4070 LH STEEL FRAME
502815      F1648347344070R ASA 4070 RH STEEL FRAME

502818      F1648347346070D 6070 DBL STEEL FRAME

8-1/4” jamb depth, 16 gauge.
TCH#     MFR#  DESCRIPTION
502740      F1648147143068L ASA 3068 LH STEEL FRAME
502745      F1648147143068R ASA 3068 RH STEEL FRAME
502750      F1648147144068L ASA 4068 LH STEEL FRAME
502755      F1648147144068R ASA 4068 RH STEEL FRAME

502758      F1648147146068D 6068 DBL STEEL FRAME
502760      F1648147143070L ASA 3070 LH STEEL FRAME
502765      F1648147143070R ASA 3070 RH STEEL FRAME
502770      F1648147144070L ASA 4070 LH STEEL FRAME
502775      F1648147144070R ASA 4070 RH STEEL FRAME

502778      F1648147146070D 6070 DBL STEEL FRAME

▪  F12 SERIES FRAMES
TCH is the exclusive stocking distributor of these frames.
5-3/4” jamb depth, 12 gauge, 4” face frame heads, galvanized.
TCH#    MFR#   DESCRIPTION
500980     F1245344343070L ASA 3070 LH STEEL FRAME
500985     F1245344343070R ASA 3070 RH STEEL FRAME

▪  DCO DRYWALL FRAMES
5-3/4”, 16 gauge, cased opening, no stops, no strike preps, 
2” face frame heads.
TCH#     MFR#     DESCRIPTION
503240       DW16CO5784783070 3070 CASED FRAME
503245   DW16CO5784784070 4070 CASED FRAME
503248   DW16CO5784786070 6070 CASED FRAME

▪ DOOR HANDING CHART

NON-SECURE SIDE (INSIDE)

SECURE SIDE 
(OUTSIDE)

RH
RIGHT HAND

LH
LEFT HAND

NON-SECURE SIDE 
(INSIDE)

SECURE SIDE 
(OUTSIDE)

RHR
RIGHT HAND

REVERSE

LHR
LEFT HAND
REVERSE

NON-SECURE SIDE 
(INSIDE)

SECURE SIDE 
(OUTSIDE)

RHA
RIGHT HAND ACTIVE

LHA
LEFT HAND ACTIVE

NON-SECURE SIDE (INSIDE)

SECURE SIDE 
(OUTSIDE)

RHRA RIGHT HAND
REVERSE ACTIVE

LHRA LEFT HAND
REVERSE ACTIVE
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Doors & Frames

Stock Frames
DW SERIES DRYWALL FRAMES
5-7/8”, 16 gauge, 2” face frame heads.
TCH#   MFR#      DESCRIPTION
502820   DW1645784782068L ASA     2068 LH DRYWALL FRAME
502825   DW1645784782068R ASA     2068 RH DRYWALL FRAME
502830   DW1645784782468L ASA     2468 LH DRYWALL FRAME
502835   DW1645784782468R ASA     2468 RH DRYWALL FRAME
502840   DW1645784782668L ASA     2668 LH DRYWALL FRAME
502845   DW1645784782668R ASA     2668 RH DRYWALL FRAME
502850   DW1645784782868L ASA     2868 LH DRYWALL FRAME
502855      DW1645784782868R ASA     2868 RH DRYWALL FRAME
502860   DW1645784783068L ASA     3068 LH DRYWALL FRAME
502865   DW1645784783068R ASA     3068 RH DRYWALL FRAME
502870   DW1645784783468L ASA     3468 LH DRYWALL FRAME
502875   DW1645784783468R ASA     3468 RH DRYWALL FRAME
502880   DW1645784783668L ASA     3668 LH DRYWALL FRAME
502885   DW1645784783668R ASA     3668 RH DRYWALL FRAME
502900   DW164578474068L ASA     4068 LH DRYWALL FRAME
502905   DW1645784784068R ASA     4068 RH DRYWALL FRAME
502910   DW1645784785068L ASA     5068 LH DRYWALL FRAME
502915   DW1645784786068R ASA     6068 RH DRYWALL FRAME
502920   DW1645784782070L ASA     2070 LH DRYWALL FRAME
502925   DW1645784782070R ASA     2070 RH DRYWALL FRAME
502930   DW1645784782470L ASA     2470 LH DRYWALL FRAME
502935   DW1645784782470R ASA     2470 RH DRYWALL FRAME
502940   DW1645784782670L ASA     2670 LH DRYWALL FRAME
502945   DW1645784782670R ASA      2670 RH DRYWALL FRAME
502950   DW1645784782870L ASA     2870 LH DRYWALL FRAME
502955   DW1645784782870R ASA     2870 RH DRYWALL FRAME
502960   DW1645784783070L ASA     3070 LH DRYWALL FRAME
502965   DW1645784783070R ASA     3070 RH DRYWALL FRAME
502970   DW1645784783470L ASA     3470 LH DRYWALL FRAME
502975   DW1645784783470R ASA     3470 RH DRYWALL FRAME
502980   DW1645784783670L ASA     3670 LH DRYWALL FRAME
502985   DW1645784783670R ASA     3670 RH DRYWALL FRAME
503000   DW1645784784070L ASA     4070 LH DRYWALL FRAME
503005   DW1645784784070R ASA     4070 RH DRYWALL FRAME

503010   DW1645784785070D      5070 DBL DRYWALL FRAME
503015   DW1645784786070D      6070 DBL DRYWALL FRAME

503060   DW1645784783080L ASA     3080 LH DRYWALL FRAME
503065   DW1645784783080R ASA     3080 RH DRYWALL FRAME
503115   DW1645784786080L ASA     6080 DBL DRYWALL FRAME

8-1/4”, 16 gauge, 2” face frame heads.
TCH#  MFR#             DESCRIPTION
503200  DW1648147143068L ASA   3068 LH DRYWALL FRAME
503205  DW1648147143068R ASA  3068 RH DRYWALL FRAME
500210  DW1648147144068L ASA   4068 LH DRYWALL FRAME
500215  DW1648147144068R ASA  4068 RH DRYWALL FRAME

503218  DW1648147146068D          6068 DBL DRYWALL FRAME

503220  DW1648147143070L ASA   3070 LH DRYWALL FRAME
503225  DW1648147143070R ASA  3070 RH DRYWALL FRAME
503230  DW1648147144070L ASA   4070 LH DRYWALL FRAME
503235  DW1648147144070R ASA  4070 RH DRYWALL FRAME

503238  DW1648147146070D          6070 DBL DRYWALL FRAME

▪ TO DETERMINE ROUGH OPENING

DW SERIES:
Add 2” to door opening width, and 1” to door opening height.

DCO SERIES:
Add 2-3/4” to door opening width and 3/4” to door 
opening height.
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Doors & Frames

Prefi nished Frames
PREFINISHED STEEL FRAMES
Timely prefi nished knocked-down frames are adaptable to many different wall thicknesses and are easy to install in minutes.  They 
can be put in after the walls have been fi nished.  You save substantially on fi eld fi nishing costs.  Tests have shown that these frames 
can support heavy doors better than traditional hollow metal frames when fi rmly anchored and spaced every 11”. 

            STOCK                 FITS 
     FRAME SERIES  WALL THICKNESS*
     47C            4-3/4” to 4-7/8”
     53C            5-1/4” to 5-3/8”
     72C            7-1/8” to 7-1/4”

     54A            3-3/4” to 5-1/2”
     73A            5-5/8” to 7-3/8”

*other wall thicknesses can be special ordered

WE STOCK 18 gauge browntone frames with standard T-8 
casing.  Other casing designs, gauges and many other colors are 
available.  Custom match colors and electro-galvanizing for high 
moisture conditions can be ordered.

STOCK FRAMES ARE PREPARED FOR three 4-1/2” 
x 4-1/2” standard weight template hinges, and 4-7/8” ANSI (ASA) 
A115.1 strike at Steelcraft locations.  Double door frames have six 
hinge preps and reversible fl ush bolt prep.  Other special 
preps available.

RECOMMENDED ANCHORING is #6 x 1-1/4” standard 
thread drywall for steel studs.  Use coarse thread drywall screws 
or 6 or 8 penny common nails for wood studs (fasteners are not 
included with frames).

FOR ROUGH OPENING SIZE, add 1-1/4” to door width 
and 1” to door height.  Thus a 3070 (36” x 84”) door has a 
37-1/4” x 85” rough opening.

FIRE LABELING with Warnock Hersey labels is available for 
20 minutes, 45 minutes (“C”) and 90 minutes (“B”).  Adjustable 
frames are not available with 20-minute labels.  Sidelites, 
borrowed lites and transom lites can be labeled for 20, 45 and 
60 minutes.

▪ 47C, 53C, 72C SERIES FRAMES

▪ 54A, 73A SERIES ADJUSTABLE FRAMES

TCH#        MFR#   DESCRIPTION
487000          47C345 3068-1 3/4” LH ASA BROWN FRAME
487005              47C345 3068-1 3/4” RH ASA BROWN FRAME
487010          47C645 6068-1 3/4” DBL BROWN FRAME*
487015          47C345 3070-1 3/4” LH ASA BROWN FRAME
487020          47C345 3070-1 3/4” RH ASA BROWN FRAME
487025          53C345 3068-1 3/4” LH ASA BROWN FRAME
487030          53C345 3068-1 3/4” RH ASA BROWN FRAME
487035          53C345 3070-1 3/4” LH ASA BROWN FRAME
487040          53C345 3070-1 3/4” RH ASA BROWN FRAME
487045          72C345 3070-1 3/4” LH ASA BROWN FRAME
487050          72C345 3070-1 3/4” RH ASA BROWN FRAME
487055          72C645 6070-1 3/4” DBL BROWN FRAME*
*Double frames have reversible fl ush bolt preps in head jamb (RH or LH) if 
used with a TA-40 Timely strike.

TCH#          MFR#        DESCRIPTION
487060            54A345         3068 LH 334/512 ADJ BROWN FRAME
487065            54A345         3068 RH 334/512 ADJ BROWN FRAME
487070            54A345         3070 LH 334/512 ADJ BROWN FRAME
487075            54A345         3070 RH 334/512 ADJ BROWN FRAME
487079            73A345         3068 LH 558/738 ADJ BROWN FRAME
487078            73A345         3068 RH 558/738 ADJ BROWN FRAME
487080            73A345         3070 LH 558/738 ADJ BROWN FRAME
487085            73A345         3070 RH 558/738 ADJ BROWN FRAME
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Doors & Frames

Prefi nished Frames
PREFINISHED STEEL FRAME ACCESSORIES

▪ TA-6 CASING CORNER
Used to ensure tight corner miters.  Sold four per 
pack.  Included as standard parts with our stock 
frames.

▪ TA-9 BROWN TOUCH-UP PAINT
Browntone paint to touch up nicks and scratches.  
12 oz. spray can.

▪ TA-10 REGULAR ARM 
CLOSER REINFORCEMENT
Bracket for reinforcing frame head to allow mounting 
of regular closer arm (pull side mounting).

▪ TA-12 PARALLEL ARM 
CLOSER REINFORCEMENT
Bracket for reinforcing frame head to allow mounting 
of parallel arm closers (push side mounted).  Also 
used to reinforce frame jamb for rim panic device 
strikes.

▪ TA-14 GLASS STOP 1/2”
Browntone stop sold in 10’1” pieces.  Can be cut to 
length.  Included with borrowed lites, sidelites and 
transom lites to secure glass.

▪ TA-15N MULLION BRACKET
Used to secure mullion pieces to jambs in sidelite, 
borrowed lites and transom lites.

▪ TA-27 HEADER 
ALIGNMENT TABS
Used to align header and upright jambs.  Included 
with stock frame packages.  We stock extra tabs for 
47, 53 and 72 size frames.

▪ TA-40 FLUSH BOLT STRIKE
Reversible fl ushbolt strike in browntone fi nish.  Fits 
standard Timely header strike prep in heads used on 
pairs of doors.  Used where one door leaf is inactive.  
Secured with fl ush bolts.

▪ TA-42 FLUSH BOLT 
FILLER PLATE
Blanks out Timely header strike prep on double door 
head where both doors are active.

TCH#    MFR#   DESCRIPTION
487140      TA-6  CASING CORNER (4/PK) BROWN
487145      TA-9  BROWN TOUCH-UP PAINT 12 OZ.
487150      TA-10  REG ARM CLOSER REINF.
487155      TA-12  PARALLEL ARM CLOSER REINF.
   & PANIC REINFORCEMENT

487160      TA-14  GLASS STOP 1/2” X 10’1” BROWN
487165      TA-15N MULLION BRACKET
487170      TA-27  47 HEADER ALIGNMENT TAB
487175      TA-27  53 HEADER ALIGNMENT TAB
487180      TA-27  72 HEADER ALIGNMENT TAB

487185      TA-40  REVERSIBLE FL BOLT STRIKE-BRN
487190      TA-42  FLUSH BOLT

Side, transom and borrowed lites can be fabricated in our 
shop for quick delivery!

Timely knock-down lites allow:
•  Easy transport up elevators.
•  Quick installation in existing walls.
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Doors with louvers

Doors & Frames

Stock Doors

▪ L-SERIES DOORS
The Steelcraft L-Series is designed to meet the architectural requirements for full fl ush doors.  These doors combine the strength 
and dimensional stability of steel with the structural integrity of a honeycomb core.  The continuous bonding of core to metal creates 
an attractive, completely fl at door with no face welding marks.  Tests have proven the L-Series door’s high resistance to impact 
damage, low thermal conductivity and high STC ratings.

▪ B-SERIES DOORS
The Steelcraft B-Series is a steel stiffened door which incorporates all of the design features of the L-Series door.  The stiffeners are 
welded to the face sheets 4” on center vertically and are located 6” on center horizontally.  The void areas between the stiffeners are 
fi lled with fi berglass.

Avoid high gloss paints on B-Series doors.  The welds used to hold the stiffeners in position will be visible when high gloss paints 
are used.

Some typical door designs
others available

Full fl ush panel and half glass doors Doors with glass lites

▪ GENERAL INFORMATION
Most stock doors are 18 gauge material.  
The exceptions are select L-Series doors 
that come in 16 gauge and B-Series 
doors in 14 gauge.

161 cylindrical (bored) or 86 mortise lock 
preparations  are standard on most stock 
doors.  See listings on following pages 
for details.

4-1/2” x 4-1/2” standard weight template 
hinge preparations.  Optional heavy 
weight hinge preps or special hinge 
locations to match existing frames can 
be made to order.

▪ CE-SERIES DOORS
The CE-Series from Steelcraft features deeply embossed panels on both sides.  They are modeled after high-quality, wood-paneled 
doors but add the durability, fi re protection and long-lasting operation of steel doors.  The core is polystyrene with honeycomb 
around the perimeter for added strength and energy effi ciency.  Six-panel designs are in stock, with other options available by 
special order.

Embossed

STOCK DOOR SELECTION GUIDE
There are many varieties of Steelcraft 
steel doors available.  This page shows 
our most popular types.  TCH can build 
custom applications in our shop or order 
them from the factory.

Steelcraft meets many universally 
accepted specifi cations and performance 
standards established by nationally 
recognized government or independent 
agencies.  

All Steelcraft doors are provided with 
prime paint.  Galvanizing undercoat 
is optional.  You may request detailed 
information from your project manager.
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Doors & Frames

Stock Doors
▪ TYPICAL DOOR FEATURES 
  & PREPARATIONS

161 lock prep
2-3/4” backset

86 edge mortise 
lock prep

closer
reinforcement

medallion
fl ush lite

handed hinge prep
4-1/2” x 4-1/2”

reversible hinge prep
4-1/2” x 4-1/2”

fl ush top and bottom 
end channel

fl ush top and recessed 
bottom end channel

hairline seam 
vertical edge

seamless
vertical edge

▪ L-SERIES DOORS
Laminated, 18 gauge, with edge seams.  Honeycomb core.
TCH#   MFR#                      DESCRIPTION
500000   SL1842068FNH86ED         2068 STEEL DOOR NH 86 MORT
500010   SL1842468FNH86ED         2468 STEEL DOOR NH 86 MORT
500020   SL1842668FNH86ED         2668 STEEL DOOR NH 86 MORT
500030   SL1842868FNH86ED         2868 STEEL DOOR NH 86 MORT
500180   L1843068FL86ED             3068 STEEL DOOR LH 86 MORT*
500185   L1843068FR86ED              3068 STEEL DOOR RH 86 MORT*
500040   SL18423468FNH86ED       3468 STEEL DOOR NH 86 MORT
500050   SL1843668FNH86ED         3668 STEEL DOOR NH 86 MORT
500060   SL1843868FNH86ED         3868 STEEL DOOR NH 86 MORT
500070   SL1844068FNH86ED         4068 STEEL DOOR NH 86 MORT
500005   SL1842070FNH86ED         2070 STEEL DOOR NH 86 MORT
500015   SL1842470FNH86ED         2470 STEEL DOOR NH 86 MORT
500025   SL1842670FNH86ED         2670 STEEL DOOR NH 86 MORT
500035   SL1842870FNH86ED         2870 STEEL DOOR NH 86 MORT
500190   L1843070FL86ED               3070 STEEL DOOR LH 86 MORT*
500195   L1843070FR86ED              3070 STEEL DOOR RH 86 MORT*
500045   SL1843470FNH86ED         3470 STEEL DOOR NH 86 MORT
500055   SL1843670FNH86ED         3670 STEEL DOOR NH 86 MORT
500065   SL1843870FNH86ED         3870 STEEL DOOR NH 86 MORT
500075   SL1844070FNH86ED         4070 STEEL DOOR NH 86 MORT
500080   SL1843080FNH86ED         3080 STEEL DOOR NH 86 MORT
500085   SL1844080FNH86ED         4080 STEEL DOOR NH 86 MORT

500090   SL1842068FNH61L             2068 STEEL DOOR 61LCYL
500100   SL1842468FNH61L             2468 STEEL DOOR 61LCYL
500110   SL1842668FNH61L             2668 STEEL DOOR 61LCYL
500120   SL1842868FNH61L             2868 STEEL DOOR 61LCYL
500200   L1843068FL61L              3068 STEEL DOOR 61LCYL*
500205   L1843068FR61L              3068 STEEL DOOR 61LCYL*
500130   SL1843468FNH61L             3468 STEEL DOOR 61LCYL
500140   SL1843668FNH61L             3668 STEEL DOOR 61LCYL
500150   SL1843868FNH61L             3868 STEEL DOOR 61LCYL
500160   SL1844068FNH61L             4068 STEEL DOOR 61LCYL
500095   SL1842070FNH61L             2070 STEEL DOOR 61LCYL
500105   SL1842470FNH61L             2470 STEEL DOOR 61LCYL
500115   SL1842670FNH61L             2670 STEEL DOOR 61LCYL
500125   SL1842870FNH61L             2870 STEEL DOOR 61LCYL
500210   L1843070FLH61L              3070 STEEL DOOR 61LCYL*
500215   L1843070FRH61L              3070 STEEL DOOR 61LCYL
500135   SL1843470FNH61L             3470 STEEL DOOR 61LCYL
500145   SL1843670FNH61L             3670 STEEL DOOR 61LCYL
500155   SL1843870FNH61L             3870 STEEL DOOR 61LCYL
500165   SL1844070FNH61L             4070 STEEL DOOR 61LCYL
500170   SL1843080FNH61L             3080 STEEL DOOR 61LCYL
500175   SL1844080FNH61L             4080 STEEL DOOR 61LCYL 
“90-minute fi re rating.  
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Doors & Frames

Stock Doors
▪ L-SERIES DOORS

TCH#    MFR#        DESCRIPTION
500460     L1643068FLH86E       3068 STEEL DOOR LH 86E*
500462     L1643068FRH86E      3068 STEEL DOOR RH 86E*
500465     L1643070FLH86E       3070 STEEL DOOR LH 86E*
500467     L1643070FRH86E      3070 STEEL DOOR RH 86E*
500260     SL1842068FNH86E    2068 STEEL DOOR NH 86E
500270     SL1842468FNH86E    2468 STEEL DOOR NH 86E
500280     SL1842668FNH86E    2668 STEEL DOOR NH 86E
500290     SL1842868FNH86E    2868 STEEL DOOR NH 86E
500250     SL1843068FNH86E    3068 STEEL DOOR NH 86E
500300     SL1843468FNH86E    3468 STEEL DOOR NH 86E
500310     SL1843668FNH86E    3668 STEEL DOOR NH 86E
500320     SL1843868FNH86E    3868 STEEL DOOR NH 86E
500330     SL1844068FNH86E    4068 STEEL DOOR NH 86E
500265     SL1842070FNH86E    2070 STEEL DOOR NH 86E
500275     SL1842470FNH86E    2470 STEEL DOOR NH 86E
500285     SL1842670FNH86E    2670 STEEL DOOR NH 86E
500295     SL1842870FNH86E    2870 STEEL DOOR NH 86E
500255     SL1843070FNH86E    3070 STEEL DOOR NH 86E
500305     SL1843470FNH86E    3470 STEEL DOOR NH 86E
500315     SL1843670FNH86E    3670 STEEL DOOR NH 86E
500325     SL1843870FNH86E    3870 STEEL DOOR NH 86E
500335     SL1844070FNH86E    4070 STEEL DOOR NH 86E
500340     SL1843080FNH86E    3080 STEEL DOOR NH 86E
500345     SL1844080FNH86E    4080 STEEL DOOR NH 86E
500350     SL1842668FNH61L   2668 STEEL DOOR NH 61LCYL
500360     SL1842868FNH61L    2868 STEEL DOOR NH 61LCYL
500416     L1843068FRHRRPD  3068 STEEL DOOR RHR RPD
500417     L1843068FLHRRPD   3068 STEEL DOOR LHR RPD
500370     SL1843468FNH61L    3468 STEEL DOOR NH 61LCYL
500380     SL1843668FNH61L    3668 STEEL DOOR NH 61LCYL
500390     SL1843868FNH61L    3868 STEEL DOOR NH 61LCYL
500400     SL1844068FNH61L    4068 STEEL DOOR NH 61LCYL
500355     SL1842670FNH61L    2670 STEEL DOOR NH 61LCYL
500365     SL1842870FNH61L    2870 STEEL DOOR NH 61LCYL
500418     L1843070FRHRRPD  3070 STEEL DOOR RHR RPD
500419     L1843070FLHRRPD   3070 STEEL DOOR RHR RPD
500375     SL1843470FNH61L    3470 STEEL DOOR NH 61LCYL
500385      SL1843670FNH61L    3670 STEEL DOOR NH 61LCYL
500395     SL1843870FNH61L    3870 STEEL DOOR NH 61LCYL
500405     SL1844070FNH61L    4070 STEEL DOOR NH 61LCYL
500410     SL1843080FNH61L    3080 STEEL DOOR NH 61LCYL
500415     SL1844080FNH61L    4080 STEEL DOOR NH 61LCYL
500440     L1843068FLH61L       3068 STEEL DOOR LH 61LCYL
500445     L1843068FRH61L      3068 STEEL DOOR RH 61LCYL
500450     L1843070FLH61L       3070 STEEL DOOR LH 61LCYL
500455     L1843070FRH61L      3070 STEEL DOOR RH 61LCYL
*16 gauge, all others are 18 gauge.    “RPD“ = rim panic device prep.  

(continued)
TCH#    MFR#        DESCRIPTION
500420     L1843068FLH86ED    3068 STEEL DOOR LH 86E
500425     L1843068FRH86ED   3068 STEEL DOOR RH 86E
500430     L1843070FLH86ED    3070 STEEL DOOR LH 86E
500435     L1843070FRH86ED   3070 STEEL DOOR RH 86E

▪ REPLACEMENT DOORS TO FIT OTHER BRANDS

TCH#    MFR#                    DESCRIPTION
500500     SL1843068F BLANK       3068 UNIVERSAL INSULATED DOOR*
500505     SL1843070F BLANK       3070 UNIVERSAL INSULATED DOOR*
500490     SL1843068F BLANK       3068 CURRIES/MESKER/PIONEER
500495     SL1843070F BLANK       3070 CURRIES/MESKER/PIONEER
*no hinge preps, hinge preps must be specifi ed.

▪ B-SERIES DOORS
Steel stiffened, with edge seams.
TCH#    MFR#               DESCRIPTION
500520     BW1443070FL/RHR       3070 STEEL DOOR L9453 RHR
500525     BW1443070FR/LHR       3070 STEEL DOOR L9453 LHR
500530     BW1443070FL/RHR   3070 STEEL DOOR 9975 RHR
500535     BW1443070FR/LHR   3070 STEEL DOOR 9975 LHR
500510     BW1443070FL/RHRRPD   3070 STEEL DOOR RPD LHR
500515     BW1443070FR/LHRRPD   3070 STEEL DOOR RPD RHR
“L9453” = prepped for Schlage L9453 mortise lock.
“9975” = prepped for Von Duprin 9975EO mortise exit device.
“RPD” = blank door prepped for rim panic device.

▪ CE-SERIES DOORS
Embossed door construction.
TCH#  MFR#  DESCRIPTION
500470  CE1843068E6 3068 SIX PANEL DOOR LH 61L
500472  CE1843068E6 3068 SIX PANEL DOOR RH 61L
500475  CE1843070E6 3070 SIX PANEL DOOR LH 61L
500477  CE1843070E6 3070 SIX PANEL DOOR RH 61L 
  

Laminated, with edge seams.  Honeycomb core.  Also available in polystyrene or insulated.
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Doors & Frames

Astragals
ASTRAGALS
Astragals are used to cover the gap between a pair of doors for security or weatherproofi ng.  They are mounted on the inactive door 
leaf, so be sure to indicate handing when ordering.  Stock astragals are made for 1-3/4” thick doors, and (unless otherwise noted) 
are prepped for ANSI 4-7/8” strike plates, which can be fi lled.  Prime paint fi nish.

▪ STOCK ASTRAGALS

TCH#     MFR#       DESCRIPTION
500545           1242  ASTRAGAL 68 R/L ASA
500550           1243  ASTRAGAL 70 R ASA      
500555           1244  ASTRAGAL 70 L ASA 
500560           1269  ASTRAGAL 80 R ASA
500565           1270  ASTRAGAL 80 L ASA
500570           1285  ASTRAGAL 68 R/L ASA FB
500575           1286  ASTRAGAL 70 R ASA FB
500580           1287  ASTRAGAL 70 L ASA FB
500585           1292  ASTRAGAL 80 R ASA FB12
500590           1293  ASTRAGAL 80 L ASA FB12
500595    1294  ASTRAGAL 80 R ASA FB24
500600    1295  ASTRAGAL 80 L ASA FB24
500602              6AS0006P013 ASTRAGAL 80 BLANK CHANNEL
500603             6AS0007P020 ASTRAGAL 80 BLANK STRIP
 “FB” = fl ush bolt prep

▪ GENERAL INFORMATION

Can be shipped loose for fi eld attachment.

14 gauge galvanized channel section is mounted to the inactive 
leaf with supplied screws.

12 gauge galvanized fl at bar section is mounted to the pull side 
face of the door with supplied screws.

Can be used on rated and non-rated doors.

One-piece astragal
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*Must be used with fi relite glass and fi re listed glazing tape or compound in appropriately tested and 
labeled door assembly.  Consult with local code authorities for variations in fi re and building code 
interpretations.

Doors & Frames

Lites
▪ VSL SLIMLINE® METAL VISION LITE FRAME
20 gauge steel with grey primer fi nish.  Low profi le provides 
a fl ush-to-the-door look.  Quickly installs without drilling holes 
in the door.  Screw heads are visible on one side only, so the 
corridor side of the door can be more secure and cleaner 
aesthetically.  For 1-3/4” thick wood and metal doors only.  
Glazing should be 1/4” or 3/16” fi re rated with UL and/or W.H.I. 
classifi cation markings.  Glass is not included and must be 
ordered separately.

▪  FIRE RATINGS:

20/45/60 minute*:  Up to 1,296 
square inches visible lite with 
maximum 54” width, 54” height

60/90 minute:  Up to 100 square 
inches visible lite with maximum 
10” width, 33” height

3 hour*:  Up to 100 square inches 
visible lite with maximum 10” 
width, 33” height

TCH#        MFR#      DESCRIPTION
142060          VSL  5” x 35” VISION LITE FRAME
142065          VSL  6” x 27” VISION LITE FRAME
142070          VSL  7” x 22” VISION LITE FRAME
142072          VSL  8” x 32” VISION LITE FRAME
142074          VSL  8” x 36” VISION LITE FRAME
142030          VSL  12” x 12” VISION LITE FRAME
142035          VSL  20” x 22” VISION LITE FRAME
142040          VSL  24” x 24” VISION LITE FRAME
142045          VSL  24” x 30” VISION LITE FRAME
142047          VSL  24” x 32” VISION LITE FRAME
142046          VSL  24” x 36” VISION LITE FRAME
142085          VSL  24” x 56” VISION LITE FRAME
142051          VSL  24” x 60” VISION LITE FRAME
142055          VSL  24” x 66” VISION LITE FRAME
142090          VSL  30” x 36” VISION LITE FRAME

▪ VSL-IG SLIMLINE® METAL VISION FRAME
The same features as standard Slimline®, but for use with 
1” thick glass glazing materials, such as insulated glass 
thermopanes.  Other glazing material and door thicknesses can  
be accommodated by special order.  Glass is not included and 
must be ordered separately.

TCH#    MFR#       DESCRIPTION
142066     VSL-IG  6” x 27” x 1” VISION LITE FRAME
142076     VSL-IG  24” x 24” x 1” VISION LITE FRAME
142078     VSL-IG  24” x 30” x 1” VISION LITE FRAME
142079     VSL-IG  24” x 60” x 1” VISION LITE FRAME

▪  FIRE RATINGS:

20/45 minute**:  Up to 1,296 
square inches visible lite with 
maximum 54” width and 54” 
height

60/90 minute**:  Up to 100 square 
inches visible lite with maximum 
10” width, 33” height

**Must be used with fi re listed glazing tape or compound in appropriately tested and labeled door assembly.  
Consult with local code authorities for variations in fi re and building code interpretations.

VSL® for 
3/16” to 1/4” 
glass

VSL-IG® for 
1” glass
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Doors & Frames

Lites
DOOR LITE GLASS
Choose from many sizes and types of in-stock door glass.  Others are available by special order, including UL stamped wire glass.  
Stocked non-UL stamped wire glass is recognized by most inspectors as fi re rated.  Stock tempered and insulated tempered glass is 
not UL rated.

TCH#     MFR#       DESCRIPTION
247020  WG4X34  4” x 34” x 1/4” WIRE GLASS*
247025  WG5X26  5” x 26” x 1/4” WIRE GLASS*
247028  WG6X21  6” x 21” x 1/4” WIRE GLASS*
247029   WG7X31  7” x 31” x 1/4” WIRE GLASS*
247005  WG11X11  11” x 11” x 1/4” WIRE GLASS*
247006   WG17X17  17” x 17” x 1/4” WIRE GLASS*
247007  WG19X21  19” x 21” x 1/4” WIRE GLASS*
247010  WG23X23  23” x 23” x 1/4” WIRE GLASS*
247015  WG23X29  23” x 29” x 1/4” WIRE GLASS*
247022    WG23X59  23” x 59” x 1/4” WIRE GLASS*
247051  TG4X34  4” x 34” x 1/4” TEMPERED GLASS
247050  TG6X21  6” x 21” x 1/4” TEMPERED GLASS
247046   TG7X31  7” x 31” x 1/4” TEMPERED GLASS
247035  TG11X11  11” x 11” x 1/4” TEMPERED GLASS
247036  TG17X17  17” x 17” x 1/4” TEMPERED GLASS
247037  TG19X21  19” x 21” x 1/4” TEMPERED GLASS
247040  TG23X23  23” x 23” x 1/4” TEMPERED GLASS
247045  TG23X29  23” x 29” x 1/4” TEMPERED GLASS
247041  5X26INSL  5” x 26” x 1” INSULATED GLASS
247042  23X23INSL 23” x 23” x 1” INSULATED GLASS
247043  23X29INSL 23” x 29” x 1” INSULATED GLASS
247044  23X59INSL 23” x 59” x 1” INSULATED GLASS
247060  GT1/8  1/8” x 25’ GLAZING TAPE*
247055  GT1/16  1/16” x 50’ GLAZING TAPE*
*UL rated for up to 3 hours with appropriate lite kit.  All wire glass includes safety wire shield.

Misco Wire

Insulated 
Tempered

Tempered

Glazing Tape

VSL® and VSL-IG SLIMLINE GLASS SIZING
ALL SIZES IN INCHES

DOOR CUT  GLASS SIZE     VISIBLE
OUT SIZE   TO ORDER  GLASS SIZE
    5 x 35       4 x 34       3 x 33
    6 x 27       5 x 26       4 x 25
    7 x 22       6 x 21       5 x 20
    8 x 36       7 x 35       6 x 34
   12 x 12      11 x 11      10 x 10
   20 x 22      19 x 21      18 x 20
   24 x 24      23 x 23      22 x 22
   24 x 30      23 x 29      22 x 28
   24 x 32      23 x 31      22 x 30
   24 x 36      23 x 35      22 x 34
   24 x 56      23 x 55      22 x 54
   24 x 60      23 x 59      22 x 58
   24 x 66      23 x 65      22 x 64
   30 x 36      29 x 35      28 x 34
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Doors & Frames

Astragals & Louvers

▪ LOUVERS
Improve air fl ow on wood or metal doors.  Louver frame is 18 gauge steel.  Vision-proof louver blades.  Quickly installs without 
drilling holes in door.  Screw heads visible on one side only, so corridor side of door can be more secure and cleaner aesthetically.  
No visible welds.  Tight mitered corners.  For 1-3/4” doors only (1-3/8” available by special order).  50% free area for air fl ow.  Not 
for exterior use.  Specify special order galvanized or stainless steel for exterior or high humidity applications.  Ask about optional 
fi nishes, sizes, security fasteners and insect screens.  This product is not fi re rated.

TCH#     MFR#       DESCRIPTION
142000  800-A1  12” x 12” INVERTED Y LOUVER
142005  800-A1  18” x 12” INVERTED Y LOUVER
142010  800-A1  24” x 12” INVERTED Y LOUVER
142015  800-A1  24” x 18” INVERTED Y LOUVER
142020  800-A1  24” x 24” INVERTED Y LOUVER

800-A1

SIZES SHOWN ARE WIDTH x HEIGHT.  ORDER SIZES ARE DOOR CUT OUT SIZE.

Measurement
Guide
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Metal edges (pair) 
with astragal for 
inswinging doors

▪ HEAVY DUTY ASTRAGALS
 • 20 gauge CRS channel 18 gauge astragal
 • Steelcraft preps - countersunk mounting holes
 • Mineral bronze baked on powder coat
 • Made for 1-3/4” doors
 • Fastens with #8 x 7/8” flathead phillips screws

TCH#    MFR#       DESCRIPTION
333250     MEA 79-1/4 6’8” LH ACTIVE 161 - AUTO FLUSH BOLT/ASA
333255     MEA 79-1/4 6’8” RH ACTIVE 161 - AUTO FLUSH BOLT/ASA
333260     MEA 79-1/4 6’8” LH ACTIVE 161 - MAN FLUSH BOLT/ASA
333265     MEA 79-1/4 6’8” RH ACTIVE 161 - MAN FLUSH BOLT/ASA
333270     MEA 83-1/4 7’0” LH ACTIVE 161 - AUTO FLUSH BOLT/ASA
333275     MEA 83-1/4 7’0” RH ACTIVE 161 - AUTO FLUSH BOLT/ASA
333280     MEA 83-1/4 7’0” LH ACTIVE 161 - MAN FLUSH BOLT/ASA
333285     MEA 83-1/4 7’0” RH ACTIVE 161 - MAN FLUSH BOLT/ASA
333290     MEA 95-1/4 8’0” LH ACTIVE 161 - ASA ONLY
333295     MEA 95-1/4 8’0” RH ACTIVE 161 - ASA ONLY     

TCH STOCK HAS 
STEELCRAFT PREP 

LOCATIONS, OTHERS 
AVAILABLE BY 

SPECIAL ORDER



Doors & Frames

Filler Plates
FILLER PLATES
Block or convert hardware preparations with filler plates.  Stocked in prime paint unless otherwise noted.  Many other sizes and 
configurations available.

TCH#   MFR#       DESCRIPTION
194497   BF-135-PC HOLE FILLER 3-1/2”
194500   BF-161-PC HOLE FILLER 2-1/8”
194499   BF-161-BP HOLE FILLER 2-1/8” BRASS
194501   BF-161-SL HOLE FILLER 2-1/8” SILVER
194510   CV-86  CONVERSION PLATE
194515   EF-161  LATCH 161 EDGE FILLER
194522   EF-634  FLUSH BOLT FILLER
194520   EF-86  MORTISE 86 FILLER
194545   HF-45  HINGE FILLER 4-1/2” x 1-3/4”
194542   HS-060  HINGE SHIM 4-1/2”
194547   SHF-45  HINGE FILLER 4-1/2” x 1-1/2”

194505   BTS-160-PC “T” STRIKE FILLER
194550   DBS-386-PC 86 MORTISE DEADBOLT STRIKE FILLER
194540   FF-45  HINGE FILLER 4-1/2”
194535   FS-260-PC ANSI (ASA) STRIKE FILLER

BF-135-PC:  Covers up to 3-1/2” hole in door.

▪  DOOR FILLER PLATES

BF-161-PC:  Covers up to 2-1/8” hole in door.

CV-86:  Converts 86 mortise lock door edge 
to cylindrical 161 lock edge.  8” x 1-1/4”.

EF-161:  Latch hole fi ller for 161 door edge.  
2-1/4” x 1-1/8”.

EF-634:  Flush bolt fi ller.  6-3/4” x 1”.

EF-86:  86 mortise lock cut out edge fi ller.  
8” x 1-1/4” x 3/16”.

HF-45:  Door hinge fi ller 4-1/2” x 1-3/4”.  
Used with non-handed “cut thru” hinge preps 
on 1-3/4” doors.

HS-060:  4-1/2” 16 gauge (.060”) hinge shim.

SHF-45:  Door hinge fi ller 4-1/2” x 1-1/2”.  
Used with handed hinge preps on 1-3/4” 
doors.

▪  FRAME FILLER PLATES

BTS-160-PC:  “T” strike 160 cutout fi ller.  
2-3/4” x 1-3/8”.

DBS-386-PC:  Deadbolt strike for 86 cutout 
on inactive leaf of pair of doors.  8” x 1-1/4”.

FF-45:  Frame hinge fi ller plate.  
4-1/2” x 1-5/8”.

FS-260-PC:  ANSI strike (ASA) fi ller plate.  
4-7/8” x 1-1/4”.
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Doors & Frames

Stock Wood Doors
COMMERCIAL WOOD DOORS
You can always expect a variety of species and fi nishes in-house and ready to ship or pick up from our St. Paul, Phoenix and 
Omaha locations, including fi re-rated and non-rated options.  

All are 1-3/4” thick, beveled on both edges, and prepared for three 4-1/2” commercial grade hinges in Steelcraft locations to match 
our stock hollow metal frames.  Where lock preps are indicated, the standards are 2-1/8” face bore, 1” edge bore, mortised for 1-1/8” 
x 2-1/4” latch face.  Also prepped for 2-5/16” through bolt holes at Schlage heavy duty lever locations.

Many other options are available by request.  Call for a quote.
▪ Different species     ▪ Pre-hung doors     ▪  Sidelites     ▪ Special hardware preparations     ▪ Prefinished doors  
▪ Paneled and French doors     ▪ Door reinforcement     ▪ Lites and louvers     ▪ Labeling and warranties

▪ RED OAK DOORS:  UNFINISHED
With lock preparation, fi re rated, plain sliced.
TCH#       MFR#            
333500        2668OAK SE LH CD      
333505        2668OAK SE RH CD    
333510        2670OAK SE LH CD      
333515        2670OAK SE RH CD    
333520        2868OAK SE LH CD      
333525        2868OAK SE RH CD     
333530        2870OAK SE LH CD     
333535        2870OAK SE RH CD     
333540        3068OAK SE LH CD      
333545        3068OAK SE RH CD     
333550        3070OAK SE LH CD     
333560           3070OAK SE RH CD     
333565           3080OAK SE LH CD     
333570           3080OAK SE RH CD
333625           3068OAK SE LH CD
333630           3068OAK SE RH CD
333635           3070OAK SE LH CD
333640           3070OAK SE RH CD
333850           3070OAK ME LH LD
333852           3070OAK ME RH LD

DESCRIPTION
2668LH 20M 161 SWE
2668RH 20M 161 SWE
2670LH 20M 161 SWE
2670RH 20M 161 SWE
2868LH 20M 161 SWE
2868RH 20M 161 SWE
2870LH 20M 161 SWE
2870RH 20M 161 SWE
3068LH 20M 161 SWE
3068RH 20M 161 SWE
3070LH 20M 161 SWE
3070RH 20M 161 SWE
3080LH 20M 161 SWE
3080RH 20M 161 SWE
3068LH 90M 161 SWE
3068RH 90M 161 SWE
3070LH 90M 161 SWE
3070RH 90M 161 SWE
3070LH 20M 161 MVE
3070RH 20M 161 MVE

Without lock preparation, plain sliced.
TCH#      MFR#            
333854          3070OAK BK ME LH LD
333856          3070OAK BK ME RH LD
333860          3070OAK PAIR LD
333575          3068OAK BK SE LH CD
333580          3068OAK BK SE RH CD
333585          3070OAK BK SE LH CD
333590          3070OAK BK SE RH CD
333595          3080OAK BK SE LH CD
333600          3080OAK BK SE RH CD

DESCRIPTION
3070LH MVE
3070RH MVE
3070LH/RH MVE
3068LH SWE
3068RH SWE
3070LH SWE
3070RH SWE
3080LH SWE
3080RH SWE

Without lock preparation, fi re rated, reinforced for panic device.
TCH#    MFR#            
333796        3070OAK PA LH LD
333798        3070OAK PA RH LD

DESCRIPTION
3070LH SWE 
3070RH SWE

ABBREVIATIONS  161:  cylindrical lock prep with 2-3/4” backset
20M:  20-minute fi re rating  CD:  commercial series designed for non-residential applications:  high traffi c, heightened security, sound
90M:  90-minute fi re rating          attenuation, and a variety of hardware; fi ve-year limited manufacturer’s warranty
SE or SWE:  soft wood edge  LD:  architectural series designed for commercial and institutional applications with specifi c standards of
ME or MVE:  matching vertical edge         construction; limited lifetime manufacturer’s warranty on interior doors

Minnesota Warehouse
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Doors & Frames

Stock Wood Doors
COMMERCIAL WOOD DOORS:  Minnesota Warehouse

▪ RED OAK DOORS:  LDI clear fi nish
With lock preparation, fi re rated.
TCH#       MFR#            DESCRIPTION          
333800        3070CL ME LH  LD       3070LH 20M 161 MVE
333805        3070CL ME RH LD       3070RH 20M 161 MVE

Without lock preparation.
TCH#       MFR#               DESCRIPTION
333810            3070CL ME LH BK CD      3070LH MVE   
333815        3070CL ME RH BK CD    3070RH MVE

ABBREVIATIONS  161:  cylindrical lock prep with 2-3/4” backset
20M:  20-minute fi re rating  CD:  commercial series designed for non-residential applications:  high traffi c, heightened security, sound
90M:  90-minute fi re rating          attenuation, and a variety of hardware; fi ve-year limited manufacturer’s warranty
SE or SWE:  soft wood edge  LD:  architectural series designed for commercial and institutional applications with specifi c standards of
ME or MVE:  matching vertical edge         construction; limited lifetime manufacturer’s warranty on interior doors

▪ NATURAL BIRCH DOORS:  unfi nished
With lock preparation, fi re rated.
TCH#       MFR#  DESCRIPTION   
333136        3670BIR SE LH CD 3670LH 20M 161 SWE 
333137        3670BIR SE RH CD 3670RH 20M 161 SWE
333645        3068BIR SE LH CD 3068LH 20M 161 SWE
333650        3068BIR SE RH CD 3068RH 20M 161 SWE
333655        3070BIR SE LH CD 3070LH 20M 161 SWE
333660        3070BIR SE RH CD 3070RH 20M 161 SWE
333042        3670BIR SE LH CD 3670LH 90M 161 SWE
333043        3670BIR SE RH CD 3670RH 90M 161 SWE
333705        3068BIR SE LH CD 3068LH 90M 161 SWE
333710        3068BIR SE RH CD 3068RH 90M 161 SWE
333715        3070BIR SE LH CD 3070LH 90M 161 SWE
333720        3070BIR SE RH CD 3070RH 90M 161 SWE

Without lock preparation.
TCH#       MFR#  DESCRIPTION
333665        3068BIR SE LH CD 3068LH 20M 161 SWE
333670        3068BIR SE RH CD 3068RH 20M 161 SWE
333675        3070BIR SE LH CD 3070LH 20M 161 SWE
333680        3070BIR SE RH CD 3070RH 20M 161 SWE 

▪ WHITE MAPLE DOORS:  unfi nished
With lock preparation, fi re rated.
TCH#        MFR#   DESCRIPTION 
333400      3070MAP ME LH LD  3070LH 20M 161 MVE
333405  3070MAP ME RH LD 3070RH 20M 161 MVE

Without lock preparation, plain sliced. 
TCH#        MFR#   DESCRIPTION 
333410  3070MAP BK ME LH LD 3070LH BLANK MVE
333415  3070MAP BK ME RH LD 3070RH BLANK MVE
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Doors & Frames

Stock Wood Doors
COMMERCIAL WOOD DOORS:  Minnesota Warehouse

▪ WHITE BIRCH DOORS:  unfi nished
With lock preparation, fi re rated.
TCH#    MFR#             DESCRIPTION 
333780    3068BWH ME LH CD 3068LH 20M 161 MVE
333782  3068BWH ME RH CD 3068RH 20M 161 MVE
333788  3070BWH ME LH CD 3070LH 20M 161 MVE
333790  3070BWH ME RH CD 3070RH 20M 161 MVE

Without lock preparation.
TCH#        MFR#                DESCRIPTION
333784  3068BWH BK ME LH CD 3068LH BLANK MVE
333786  3068BWH BK ME RH CD 3068RH BLANK MVE
333792  3070BWH BK ME LH CD 3070LH BLANK MVE
333794  3070BWH BK ME RH CD 3070RH BLANK MVE

ABBREVIATIONS  161:  cylindrical lock prep with 2-3/4” backset
20M:  20-minute fi re rating  CD:  commercial series designed for non-residential applications:  high traffi c, heightened security, sound
90M:  90-minute fi re rating          attenuation, and a variety of hardware; fi ve-year limited manufacturer’s warranty
SWE:  soft wood edge  LD:  architectural series designed for commercial and institutional applications with specifi c standards of
MVE:  matching vertical edge          construction; limited lifetime manufacturer’s warranty on interior doors

▪ WHITE BIRCH DOORS:  LDI clear fi nish
With lock preparation.
TCH#    MFR#             DESCRIPTION 
333820  3070BCL ME LH LD  3070LH 20M 161 MVE
333825  3070BCL ME RH LD  3070RH 20M 161 MVE

Without lock preparation.
TCH#    MFR#             DESCRIPTION
333830  3070BCL BK ME LH  3070LH BLANK
333835  3070BCL BK ME RH  3070RH BLANK

▪ COMPRESSED HARDBOARD DOORS:  primed
With lock preparation, fi re rated.
TCH#    MFR#             DESCRIPTION         
333742  3070HAR LH CD  3070LH 20M 161
333744  3070HAR RH CD  3070RH 20M 161

Without lock preparation.
TCH#        MFR#                DESCRIPTION
333747  3070HAR BK LH CD  3070LH BLANK
333749  3070HAR BK RH CD 3070RH BLANK

With preparations for lock and 18” x 12” louver.
TCH#        MFR#                DESCRIPTION
333746  3070HAR LOV LH CD 3070LH 18x12 w/161 PREP
333748  3070HAR LOV RH CD 3070RH 18x12 w/161 PREP

With preparation for 18” x 12” louver.
TCH#        MFR#                DESCRIPTION
333750  3070HAR BK LOV LH CD 3070LH 18x12 BLANK
333752  3070HAR BK LOV RH CD 3070RH 18x12 BLANK

20 MINUTE WOOD DOOR 
PARTICLE CORE

90 MINUTE WOOD DOOR 
MINERAL CORE
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Doors & Frames

Stock Wood Doors
COMMERCIAL WOOD DOORS:  Arizona Warehouse

▪ OAK DOORS:  unfi nished
With lock preparation, fi re rated.
TCH# MFR#      DESCRIPTION          
333938 3068OK LH LD2000  3068LH 20M 61L MHE 
333940 3068OK RH LD2000  3068RH 20M 61L MHE
333944 3070OK LH LD2000  3070LH 20M 61L MHE
333946 3070OK RH LD2000  3070RH 20M 61L MHE

Without lock preparation.
TCH# MFR#                DESCRIPTION
333942 3068OK LH BLK LD  3068LH PAIR MATCH 20M MHE
333943 3068OK RH BLK LD  3068RH PAIR MATCH 20M MHE
333948 3070OK LH BLK LD  3070LH PAIR MATCH 20M MHE
333948 3070OK RH BLK LD  3070RH PAIR MATCH 20M MHE 

ABBREVIATIONS  61L:  cylindrical lock prep for through bolts
20M:  20-minute fi re rating  CD:  commercial series designed for non-residential applications:  high traffi c, heightened security, sound
90M:  90-minute fi re rating          attenuation, and a variety of hardware; fi ve-year limited manufacturer’s warranty
SWE:  soft wood edge  LD:  architectural series designed for commercial and institutional applications with specifi c standards of
MHE:  matching hardwood edge         construction; limited lifetime manufacturer’s warranty on interior doors

▪ ROTARY BIRCH DOORS:  unfi nished
With lock preparation, fi re rated.
TCH# MFR#      DESCRIPTION          
333960 3070 ROT BIR LH LD 3070LH 20M 61L MHE
333962 3070 ROT BIR RH LD 3070RH 20M 61L MHE

Without lock preparation.
TCH# MFR#                DESCRIPTION
333964 3070 ROT BIR LH BLK LD 3070LH 20M BLANK MHE
333965 3070 ROT BIR RH BLK LD 3070RH 20M BLANK MHE 

▪ ROTARY BIRCH DOORS:  LDI clear fi nish
With lock preparation, fi re rated.
TCH# MFR#      DESCRIPTION          
333966 3070 ROT BIR LH CL LD 3070LH 20M 61L MHE
333968 3070 ROT BIR RH CL LD 3070RH 20M 61L MHE 

▪ LIGHT BIRCH DOORS:  unfi nished
With lock preparation, fi re rated.
TCH# MFR#      DESCRIPTION          
333916 3068 LB LH CD200   3068LH 20M 61L SWE
333918 3068 LB RH CD200  3068RH 20M 61L SWE
333928 3070 LB LH CD200  3070LH 20M 61L SWE
333930 3070 LB RH CD200  3070RH 20M 61L SWE

Without lock preparation, fi re rated.
TCH# MFR#      DESCRIPTION
333920 3068 LB BK LH CD200 3068LH 20M BLK SWE
333922 3068 LB BK RH CD200 3068RH 20M BLK SWE
333932 3070 LB BK LH CD200  3070LH 20M BLK SWE
333933 3070 LB BK RH CD200 3070RH 20M BLK SWE

▪ LIGHT BIRCH DOORS:  unfi nished
With lock preparation, fi re rated.
TCH# MFR#      DESCRIPTION          
333916 3068 LB LH CD200  3068LH 20M 61L SWE
333918 3068 LB RH CD200  3068RH 20M 61L SWE
333928 3070 LB LH CD200  3070LH 20M 61L SWE
333930 3070 LB RH CD200  3070RH 20M 61L SWE
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Doors & Frames

Stock Wood Doors
COMMERCIAL WOOD DOORS:  Arizona Warehouse

▪ MAPLE DOORS:  unfi nished
With lock preparation, fi re rated, plain sliced.
TCH# MFR#   DESCRIPTION          
333950 3070 MP LH LD2000 3070LH 20M 61L MHE
333952 3070 MP RH LD2000 3070RH 20M 61L MHE

Without lock preparation.
TCH# MFR#   DESCRIPTION          
333954 3070 MP LH BLK LD 3070LH    20M BLANK PR MATCH
333955 3070 MP RH BLK LD 3070RH 20M BLANK PR MATCH

ABBREVIATIONS  61L:  cylindrical lock prep for through bolts
20M:  20-minute fi re rating  CD:  commercial series designed for non-residential applications:  high traffi c, heightened security, sound
90M:  90-minute fi re rating          attenuation, and a variety of hardware; fi ve-year limited manufacturer’s warranty
SWE:  soft wood edge  LD:  architectural series designed for commercial and institutional applications with specifi c standards of
MHE:  matching hardwood edge         construction; limited lifetime manufacturer’s warranty on interior doors

▪ MAPLE DOORS:  LDI clear fi nish
With lock preparation, fi re rated, plain sliced.
TCH# MFR#   DESCRIPTION          
333956 3070 MP CL LH LD2000 3070LH 20M 61L MHE 
333958 3070 MP CL RH LD2000 3070RH 20M 61L MHE

▪ COMPRESSED HARDBOARD DOORS:  primed
With lock preparation, fi re rated.
TCH#  MFR#   DESCRIPTION        
333900  3068HDB LH CD200  3068LH 20M 61L
333902  3068HDB RH CD200 3068RH 20M 61L
333908  3070HDB LH CD200  3070LH 20M 61L
333910  3070HDB RH CD200 3070RH 20M 61L

Without lock preparation, fi re rated.
TCH#  MFR#   DESCRIPTION
333904  3068HDB BK LH CD200 3068LH 20M BLANK
333906  3068HDB BK RH CD200 3068RH 20M BLANK
333912  3070HDB BK LH CD200 3070LH 20M BLANK
333914  3070HDB BK RH CD200 3070RH 20M BLANK
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Doors & Frames

Stock Wood Doors
COMMERCIAL WOOD DOORS:  Nebraska Warehouse

▪ RED OAK DOORS:  unfi nished
With lock preparation, fi re rated, plain sliced.
TCH# MFR#   DESCRIPTION          
333540 3068OAK SE LH CD  3068LH 20M 161 SWE
333545 3068OAK SE RH CD 3068RH 20M 161 SWE
333550 3070OAK SE LH CD  3070LH 20M 161 SWE
333560 3070OAK SE RH CD 3070RH 20M 161 SWE
333625 3068OAK SE LH CD  3068LH 90M 161 SWE
333630 3068OAK SE RH CD 3068RH 90M 161 SWE
333635 3070OAK SE LH CD  3070LH 90M 161 SWE
333640 3070OAK SE RH CD 3070RH 90M 161 SWE

Without lock preparation, fi re rated, plain sliced.
TCH# MFR#   DESCRIPTION
333685 3070OAK BK  3070 20MIN BLANK
333690 3070OAK BK  3070 90MIN BLANK

Without lock preparation, non fi re-rated, plain sliced.
TCH# MFR#   DESCRIPTION          
333575 3068OAK BK SE LH CD 3068LH SWE
333580 3068OAK BK SE RH CD 3068RH SWE
333585 3070OAK BK SE LH CD 3070LH SWE
333590 3070OAK BK SE RH CD 3070RH SWE

ABBREVIATIONS  61L:  cylindrical lock prep for through bolts
20M:  20-minute fi re rating  CD:  commercial series designed for non-residential applications:  high traffi c, heightened security, sound
90M:  90-minute fi re rating          attenuation, and a variety of hardware; fi ve-year limited manufacturer’s warranty
SWE:  soft wood edge  LD:  architectural series designed for commercial and institutional applications with specifi c standards of
MHE:  matching hardwood edge         construction; limited lifetime manufacturer’s warranty on interior doors

▪ NATURAL BIRCH DOORS:  unfi nished
With lock preparation, fi re rated.
TCH# MFR#   DESCRIPTION          
333645 3068BIR SE LH CD  3068LH 20M 161 SWE
333650 3068BIR SE RH CD  3068RH 20M 161 SWE
333655 3070BIR SE LH CD  3070LH 20M 161 SWE
333660 3070BIR SE RH CD  3070RH 20M 161 SWE
333705 3068BIR SE LH  3070LH 90M 161 SWE
333710 3068BIR SE RH  3068RH 90M 161 SWE
333715 3070BIR SE LH  3070LH 90M 161 SWE
333720 3070BIR SE RH  3070RH 90M 161 SWE

Without lock preparation, fi re rated.
TCH# MFR#   DESCRIPTION
333695 3070BIR BK  3070BIR 20M BLANK
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Doors & Frames

Strip Doors
Reese Perfec View™ strip doors are see-through 
barriers that allow quick and easy passage of people, products 
and equipment such as hand trucks, carts and forklifts.  All 
strip doors are a special order.

▪ APPLICATIONS
Energy saving  Dust control
Welding screen  Noise abatement
Insect control  Fume control
Refrigeration trucks Coolers

▪ MOUNTS
1057 Wall Mounts:  Recommended wherever possible.  They 
require 5” of wall space above the door for mounting.  They 
also provide an overlap at each edge of the door.

1058 Header Mounts:  Used where a permanent door or other 
obstacle prohibits the use of wall mounts.

▪ DOOR SIZE
Height and width dimensions should be measured inside the 
door frame.

▪ STRIP SIZE
1060:  8” wide x .080” thick.  Recommended for interior doors 
up to 10’ high where there are light drafts and small tempera-
ture differentials.

1061:  12” wide x .120” thick.  Recommended for interior or 
exterior doors up to 14’ high where there are light winds and 
larger termperature differences.

1057 mount 1058 mount

▪ STANDARD OVERLAP
Provides partial overlap at edge of each strip.  Recommended for 
areas of light drafts and small temperature differences for easier 
passage of personnel.

▪ FULL OVERLAP
Recommended for areas of light winds and larger temperature 
differences where the traffi c is mostly vehicular.

▪ STRIP TYPES
Standard:  Least expensive and most commonly used, with 
excellent low temperature properties and resistance to UV 
degradation.  8” wide x .080” thick or 12” wide x .120” thick.

USDA:  Meets federal requirements for occasional contact with 
dairy, poultry and meat.  8” wide x .080” thick or 12” wide x .120” 
thick.

Double Ribbed:  Unique triangular ribbing prevents scratching 
from truck and cargo traffic.  Static electricity is also reduced 
because strips do not rub against themselves.  8” wide x .080” 
thick or 12” wide x .120” thick.

Weld Screen:  UV light generated by welding can be reduced 
with this material, allowing safe supervision of welding areas.  
Approved goggles or helmet should still be used for close range 
viewing of welding arcs.  8” wide x .080” thick.

Safety Edging:  Use these bright neon orange strips on each 
edge of regular strip doors to draw attention to the door area, 
making people aware of potential hazardous traffi c or equipment 
movement.  8” wide x .080” thick.
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Doors & Frames

Accordion Doors

SINGLE LEFT HAND SINGLE RIGHT HAND

PAIR: LEFT HAND RIGHT HAND FLOATING DOUBLE END

PAIR OF FLOATING DOUBLE END

▪ AVAILABLE FINISHES
Natural Hardwoods  ▪  Woodgrain Vinyls  ▪  Solid Vinyls
Textured Vinyls  ▪  Custom Paint Finishes  ▪  Applied Murals
Custom stain fi nishes  ▪  High-Pressure Laminates
Fire-retardant, leaded glass, and laser pattern cut wood panels 
also available.

▪ ADA COMPATIBLE
The series 140, 220, 240, 440 and 540 were tested for 
compliance for opening load force per ADA/BOMA Sec. 
4.13.11.

▪ GUARANTEE
Guaranteed against failures resulting from defective materials 
or faulty workmanship.

MULTIPLE MEETING POSTS OPTION

Expand your options in room design, save considerable fl oor and wall space, and provide instant walls when needed.

These factory-fi nished accordion doors have panels that connect continuously along the top and bottom with a steel hardware hinge 
system.  Individual hinges are riveted to those adjoining, and contain stops to maintain a uniform extended position.  The doors 
stay put in either extended or stacked positions as a result of the unique hinging system.  Extruded vinyl seals securely connect all 
adjoining panels top to bottom (excluding 450 series).  The doors are suspended by nylon wheels from an aluminum overhead track.

All necessary hardware and mouldings are included for normal installations.  Consult us on how to order, and about many unique 
options available for these special order doors.
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Doors & Frames

Accordion Doors
▪  220 SERIES
Residential quality for easy access into closets, simplicity 
of installation and long-term durability.  Specifi ed for closet 
installations in dormitories, retirement housing and health care 
facilities.

▪  240 SERIES
Commercial quality for convenient division of living areas 
such as basement rec rooms or effi ciency style housing units.  
Specifi ed for installations in dormitories, retirement housing and 
health care facilities.

▪  440 VISIFOLD SERIES
Incorporates the elements of visual access by using aluminum 
side channels designed to accept acrylic panel inserts.  Allows 
for creative design opportunities.  Non-rigid panel vinyl 
connectors.

▪  540 VISIFOLD PLUS SERIES
Uses a secure panel connector system with rigid vinyl and 
offers enclosures that combine elements of security, aesthetics, 
and vision access.  Rigid vinyl security panel connectors.  Ideal 
for store enclosures.

▪  2100 SERIES
Acoustically rated accordion door for restaurants, offi ces and 
churches where some degree of sound reduction is desired at 
minimal cost.  This door has a fi eld sound transmission class 
(FSTC) of 21.

▪  3300 SERIES
Acoustical partition accordion doors designed to improve 
speech privacy and noise control between adjacent areas.  This 
dual walled door has a fi eld sound transmission class (FSTC) 
of 33. 

If your project requires a more specifi c application, 
ask your TCH project manager for additional choices
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Doors & Frames

Double Action Doors
TCH is proud to specify Eliason Easy Swing doors for a variety of commercial applications.  You can choose from different designs, 
colors, materials, and types of double-acting doors.  Consult a TCH project manager for your specific needs.

Eliason Double Acting Doors self close quietly without the use of springs.  They comply with new ADA recommendations for safety 
and convenience.  Typical options are jamb guards, spring bumpers, impact plates (kickplates) and bumper strips.  Windows can be 
added or eliminated.  Doors are available as single doors or pairs.

▪  FRAME OPTIONS
Cased hollow metal frame openings are available from TCH to accept any Eliason door.  Allow an additional 4-3/8” on width and 
2-1/8” on height beyond the finished opening size for rough openings with our welded frames.  This assumes frames butt to wall 
rather than slip over or “cap” the wall.

▪  ABOUT DOUBLE ACTION DOORS
All doors are shipped complete with surface mounted pivoting hardware and fasteners.  All SCG and SCP series have 3/4” solid 
exterior grade plywood cores.  All models except SCP-11, cafe models, HCP, HCG, HFG and FMP series have 3/16” x 9” x 14” clear 
acrylic windows.  Double doors illustrated.  Single doors also available.

Order doors based on finished opening size desired.  If utilizing wood framing, it must be 2 x 4’ wood framing or equivalent.  All 
frames must be plumb and square.  If doors are to be mounted in coolers with thin wall construction, special mounting brackets must 
be used.  A minimum of 3-1/2” jamb surface is required for securing doors with standard wall conditions.  

Door jambs are not included in price of door.  Must order separately.  
All Eliason doors are special order.  Please allow two to five weeks for delivery.

▪ STANDARD MODELS:  SOLID CORE DOORS

SCP-2:  .032” tempered aluminum alloy both sides;  48” high 16 gauge stainless kickplate front side, mill galvanized back side.

SCP-3:  same as SCP-5 except with full stainless steel both sides.

SCP-4:  .032” aluminum metal both sides; kickplates are required for this door to prevent damage.

SCP-5:  .032” tempered aluminum alloy both sides; 33” high 18 gauge stainless steel center impact plates 
and 17-3/8” high 14 gauge mill galvanized kickplates front and back.

SCP-7:  .032” tempered aluminum alloy and 48” high 18 gauge stainless steel kickplates both sides.

SCP-8:  .032” decorative laminate both sides; 18” high 18 gauge stainless steel kickplates both sides.

SCP-10:  .090” thermoplastic surfaces both sides bonded to core; 1” thick; molded plastic window frames.

SCP-CAFE:  high pressure laminate both sides; top and bottom contours optional.

SCP-11:  same as SCP-10 but with 24” high plastic kickplates both sides in matching or contrasting colors and 14” x 16” clear acrylic window.

SCP-2, SCP-7 SCP-3 SCP-4, SCP-10 SCP-5 SCP-6 SCP-8 SCP-CAFE

DOOR JAMBS FOR STANDARD MOUNTING:

WOOD JAMB REINFORCED 
HOLLOW METAL 

JAMB
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Doors & Frames

Double Action Doors
▪ STANDARD MODELS:  GASKETED SOLID CORE DOORS

SCG-1:  1” thick with 3/4” exterior grade solid wood core
▪  .032” tempered aluminum alloy both sides
▪  9” x 14” windows
▪  48” high 18 gauge stainless steel kickplates both sides
▪  Fully gasketed perimeter

SCG-3:  1” thick with 3/4” exterior grade solid wood core
▪  9” x 14” windows
▪  18 gauge stainless steel panel on both sides
▪  Fully gasketed perimeter

SCG-5:  1” thick with 3/4” exterior grade solid wood core
▪  .032” tempered aluminum alloy both sides
▪  33” high 18 gauge stainless steel center impact plates
▪  17-3/8” high 14 gauge mill galvanized kickplates front and back
▪  Fully gasketed perimeter

FCG-1:  Same, except 1-1/2” thick foam insulated core and 
double-glazed windows

FCG-3:  Same, except 1-1/2” thick foam insulated core and 
double-glazed windows

FCG-5:  Same, except 1-1/2” thick foam insulated core and 
double-glazed windows

▪ STANDARD MODELS:  HIGH IMPACT DOORS

HCP-10:  1-1/2” thick polymer cell core with .125” 
thermoplastic surfaces bonded to welded high strength 
aluminum frame
▪  Easy Spring 17-3/8” high bumpers or 24” high kickplates in 
matching or contrasting color
▪  14” x 16” clear acrylic double-glazed window

HCG-10:  Same as HCP-10 except with full 
perimeter gasketing
HFG-10:  Same as HCG-10 except with 1-1/2” 
insulating urethane core

▪ STANDARD MODELS:  ALUMINUM DOORS

LWP-3:  .063” tempered 6061-
T6 aluminum alloy

LWP-4:  Same as LWP-3, plus: 
▪ Decorative laminate both sides
▪ 12” high kick plate front side 
▪ Galvanized back side
▪ Two sets of bumper strips

LWP-5:  Same as LWP-4, but 
with one set of bumper strips

▪ STANDARD MODELS:  FLEXIBLE DOORS

FMP:  Double layer of fl exible .120 pebble embossed 
sheets of PVC
▪  14” x 16” clear vinyl window
▪  Fully gasketed
▪  Top mounting pivot hardware

TOP MOUNTING HARDWARE

ADJUSTMENT FITTING

▪ COOLER DOORS & COOLERS

Call TCH for exact 
specifi cations and 

details
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Doors & Frames

Double Action Doors
ACCESSORIES AND OPTIONS

▪  WINDOWS
Popular optional sizes are 14” x 16”, 
15” x 20”, 18” x 30”, clear or translucent 
acrylic.  Other sizes and shapes such 
as “D”, diamond, 10” round or P10” oval 
available.  Bumper strips should be used 
when windows are in impact areas of 
door.  Molded plastic window frames in 
colors other than standard black available 
for all solid core or polymer core doors.

“D” shape 
9” x 17”

diamond

10” round

narrow slot

molded 
plastic 
frame

▪  SPRING BUMPERS
Black, fl exible, impact resistant 
thermoplastic material withstands abuse.  
Other colors available.  17-3/8” high 
standard.  24”, 36” and 48” available.

▪  BUMPER STRIP
Tempered 3/4” x 1-1/2” anodized 
aluminum or black powder coated.  Use 
where windows are in impact area or to 
protect door surface.

▪  JAMB GUARDS
Welded assembly of 1/4” zinc plated steel 
with polymer coating or stainless steel.  
Protects door jambs and lower door pivot 
in high traffi c areas.  5”W x 9”H or 5”W x 
18”H available.

▪  PUSH PLATES
Various sizes, shapes and materials 
available.

▪  ALUMINUM PULL HANDLES

▪  STAINLESS PADLOCK 
BRACKETS

▪  CHAIN HOLE 
LOCK REINFORCERS

HOW TO ORDER DOUBLE ACTION DOORS
Select the quantity, model series, fi nished opening size (width x height) and color, if applicable.  Consult TCH for color charts.

Then, CHOOSE OPTIONS:
▪  Cased opening hollow metal steel frame:  specify fi nished opening desired
▪  Windows:  sizes, shapes, glass or plastic type (clear, translucent, wire glass, one-way mirror)
▪  Perforations for air circulation or use as a window:  quantity and locations (available on LWP aluminum doors)
▪  Undercuts or overcuts:  list cut dimension(s)
▪  Aluminum bumper strips:  quantity, locations (only if factory mounted)
▪  Easy Spring door bumpers:  size, quantity; one set includes bumpers for both sides of doors; black standard, other colors available
▪  Impact/kickplates:  sizes (height x width), material, color (if plastic), and mounting location
▪  Jamb guards:  size and material; zinc plated is standard, or stainless steel; recommended for high-traffi c areas
▪  Push plates:  various sizes and specs; brass, stainless, impact resistant plastic available
▪  Aluminum pull handles
▪  Stainless padlock brackets
▪  Chain lock hole reinforcements
▪  Back channel:  channel reinforces edge of door to protect against impact damage (available on SCP-4 model only) 

3/4”

1-1/4”
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Doors & Frames

Small Openings
▪ ROOF HATCH

Access the roof from the building interior with a normal ladder, steep ladder or stairs.  Roof hatches are insulated 
and weatherstripped, and available in aluminum or prime coated galvanized steel.  
All hatches are special order:  allow one week lead time. 

STANDARD OPENING SIZES:
2’6”W x 3’0”L
4’6”W x 2’6”L
8’0”W x 2’6”L

OTHER SIZES AVAILABLE ON REQUEST

▪ ACCESS PANELS

FD SERIES (FIRE RATED, INSULATED):  A fi re barrier door approved for use in walls and ceilings.  
▪  Frame:  16 gauge steel with paintable 1” fl ange
▪  Door:  2” thick insulated 20 gauge steel with continuous hinge
▪  Finish:  gray baked enamel primer
▪  Lock:  recessed universal latch for turning or key lock
▪  Automatic closing:  spring-assisted closer on all size panels with additional springs on models 16” or larger

TM SERIES (ALL PURPOSE):  Designed for walls and ceilings.
▪  Frame:  16 gauge with a paintable 1” wall fl ange
▪  Door:  16 gauge steel access door mounted with continuous concealed hinge
▪  Finish:  TM phosphate-dipped steel with prime coat
▪  Lock:  fl ush screwdriver-operated cam

TCH# MFR#        SIZE DESCRIPTION 
187920 FD-8X8U          8” x 8” FIRE RATED ACCESS PANEL
187900 FD-12X12U      12” x 12” FIRE RATED ACCESS PANEL
187905 FD-16X16U      16” x 16” FIRE RATED ACCESS PANEL
187910 FD-18X18U      18” x 18” FIRE RATED ACCESS PANEL
187915 FD-24X24U      24” x 24” FIRE RATED ACCESS PANEL
187931 TM-10X10C      10” x 10” ALL PURPOSE ACCESS PANEL
187932 TM-12X12C      12” x 12” ALL PURPOSE ACCESS PANEL
187935 TM-14X14C      14” x 14” ALL PURPOSE ACCESS PANEL
187936 TM-16X16C      16” x 16” ALL PURPOSE ACCESS PANEL
187937 TM-18X18C      18” x 18” ALL PURPOSE ACCESS PANEL
187940 TM-24X24C      24” x 24” ALL PURPOSE ACCESS PANEL
187942 TM-24X48C      24” x 48” ALL PURPOSE ACCESS PANEL  

31

St. Paul headquarters:  651-735-2200                           Minneapolis:  763-535-4660                           Phoenix:  480-889-1000                        Omaha:  402-431-1400
                     Toll Free:  800-747-1980                                                                                                  Toll Free:  877-747-1977                      Toll Free:  888-318-3222

www.tchco.com



Door Hardware

Hinges: Ordering Information
To order the correct hinges, fi rst determine these attributes:
1. TYPE OF HINGE:

▪ Full Mortise

▪ Swing Clear Full Mortise

▪ Half Mortise

▪ Swing Clear Half Mortise

▪ Full Surface

▪ Swing Clear Full Surface

▪ Half Surface

▪ Swing Clear Half Surface

2. SIZE OF HINGE:  Determined by door width, thickness, weight, clearance, cut outs in door and frame.

3. METAL AND FINISH:  Special consideration should be given to exterior and corrosive environments.  Use non-ferrous base 
metals such as US32D stainless steel or brass for these situations.  Steel hinges are required for fi re doors.  Brass or bronze is not 
allowed per code. 

4. TYPE OF HINGE:  Door weight and door opening frequency determine whether heavy, standard, residential weight, plain or anti-
friction/ball bearing hinges should be used.  Always use anti-friction/ball bearing hinges when closers or fi re doors are used.  Use 
heavyweight for heavy and high frequency doors. 

5. TIPS:  Special sloped hospital tips and a variety of decorative hinge pin tips are available.  Button tips are typically used for most 
applications. 

6. SPECIALS:  A wide selection of special application hinges are available with electric features, non-removable pins (NRP), security 
studs, raised barrels and wide throw leaves for deep jambs, slip-in leaves for aluminum doors, special swaging and many other 
features. 

HINGE SWAGING

▪  Open ▪  Open

▪  Closed ▪  Closed

Flat Back, Not Swaged
Typical of full surface hinges

Both Leaves Swaged
Typical of full mortise hinges

FINISHES
USP Primed for paint  US10B Satin bronze oxidized,
US1D Black paint    oil rubbed on bronze only
US2C Zinc plated  US14 Bright nickel plated
US3 Bright brass  US26 Bright chrome plated
US4 Satin brass  US26D Satin chrome plated
US5 Satin brass, oxidized  US32D Satin stainless steel
US10 Satin bronze  F8 Antique brass
US10A Satin bronze oxidized, oil AL Aluminum clear coated
  rubbed on bronze only D7 Bright copper
    PS Plain steel, unfi nished

▪ Swaging is the slight offset of the hinge leaf at the barrel which allows the 
leaves to come closer together when parallel.
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Door Hardware

Commercial Door Hinges
Screws are included with all hinges.  “NRP” designation indicates non-removable pin held by a set screw for security doors.  See 
fi nish table on previous page for fi nish symbol descriptions.  Other sizes, fi nishes and features not listed are available by special order.

▪  All commercial hinges are sold individually and packed three hinges per box.  Most standard size doors use three hinges per door.

▪  Height of hinge leaf is always fi rst dimension.  Second dimension is open width.

▪ FULL MORTISE F179/F199 SERIES
For medium weight, low frequency doors. Standard weight non-ball-bearing steel (F179) or nonferrous 
(F199).  Template hole pattern.  Do not use on fi re doors or doors with closers (use ball bearing hinges for 
those applications).  “RD” prefi x indicates 1/4” radius corners.  5/8” radius available by special order.

TCH#       MFR#        DESCRIPTION          FINISH
437716        05-0480                        USP
437730        05-0541                USP
437746        05-0029                USP
437770        05-0068                     USP 
437754        05-0845          USP
437704        05-0489          US3
437718        05-0551          US3
437734        05-0043          US3          
437776        05-0504          US3
437780        05-0526          US3
437706        05-0491          US4
437720        05-0552          US4
437760               ----                       US4
437736        05-0042                US4
437764            ----                       US4
437748            ----                       US4
437738        05-0044          US5
437708        05-0482         US10       
437782             ----         US10

F179 3.5 x 3.5 HINGE
F179 4 x 4 HINGE
F179 4.5 x 4.5 HINGE
F179 4.5 x 4.5 NRP
F179 5 x 5 HINGE
F179 3.5 x 3.5 HINGE
F179 4 x 4 HINGE
F179 4.5 x 4.5 HINGE
RDF179 3.5 x 3.5 HINGE
RDF179 4 x 4 HINGE
F179 3.5 x 3.5 HINGE
F179 4 x 4 HINGE
F179 4 x 4 NRP
F179 4.5 x 4.5 HINGE
F179 4.5 x 4.5 NRP
F179 5 x 5 HINGE
F179 4.5 x 4.5 HINGE
F179 3.5 x 3.5 HINGE
RDF179 4 x 4 HINGE

TCH#        MFR#        DESCRIPTION      FINISH
437722            05-0034                  US10
437750             ----            US10
437710         05-0483            US10A
437724         05-0546            US10A
437740         05-0035            US10A
437766         05-0071            US10A
437778         05-0500            US10A
437784         05-0530                            US10A
437712         05-0486             US26
437726         05-0547             US26
437742         05-0036             US26
437732         05-0522            US26D
437728         05-0549            US26D
437744         05-0038            US26D
437768         05-0073                            US26D
437752         05-0853            US26D
437756         03-6121              US3
437758         03-7353            US32D
437771         03-7362            US32D          

F179 4 x 4 HINGE
F179 5 x 5 HINGE
F179 3.5 x 3.5 HINGE
F179 4 x 4 HINGE
F179 4.5 x 4.5 HINGE
F179 4.5 x 4.5 NRP
RDF179 3.5 x 3.5 HINGE
RDF179 4 x 4 HINGE
F179 3.5 x 3.5 HINGE
F179 4 x 4 HINGE
F179 4.5 x 4.5 HINGE
F179 4 x 3.5 HINGE
F179 4 x 4 HINGE
F179 4.5 x 4.5 HINGE
F179 4.5 x 4.5 NRP
F179 5 x 5 HINGE
F191 4 x 4 HINGE
F191 4.5 x 4.5 HINGE
F191 4.5 x 4.5 NRP

▪ ELECTRIC
Standard weight ball bearing hinges.  Eight 18” concealed wires transmit power to electronic access control 
devices regardless of door position.  Permanent fast pin.  Concealed switches also available.  Frame 
junction box recommended for protection of wires.  UL rated for 0.5 amp/wire at 6, 12, 24 volts AC or DC 
and 5 milliampwere/wire at 48 volt AC or DC.

TCH#     MFR#              DESCRIPTION     FINISH
437900      CEFBB179-58      4.5 x 4.5 HINGE          US4
437906      CEFBB179-58      4.5 x 4.5 HINGE        US26D
437902      CEFBB179-58     4.5 x 4.5 HINGE         US10
437904      CEFBB179-58      4.5 x 4.5 HINGE        US10B
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Door Hardware

Commercial Door Hinges
▪ FULL MORTISE FBB179/FBB191 SERIES
For medium weight, average frequency doors.  Standard weight, two-ball-bearing steel (FBB179) or 
nonferrous (FBB191).  Template hole pattern.  Use on doors with closers.  Use only steel or stainless steel 
base metal hinges on fi re doors, not brass base.  

TCH#  MFR#         DESCRIPTION            FINISH
437804  06-7282                
437822  06-8431                
437868  06-8851                
437806  06-8785                
437828      ----                   
437856  06-8169      
437794  06-8277      
437808  06-8436      
437860  06-8847      
437796      06-8278                     
437810  06-8784                                                             
437862         ----                                                                  
437830      06-8625                                                             
437798      06-8201                                                             
297525      06-8381                                                             
437832         ----                                                                  
437800  06-8202                                                             
437826      06-3429                                                             
437870      06-3435                                                             
437812      06-8383                                                             
437864      06-8857                                                           

TCH#  MFR#        DESCRIPTION   FINISH
437814      06-7583                                                        US10B
437816      06-7585                                                         US15
437818      06-8438                                                         US26
437792      06-8096                                                        US26D
437859      06-8281                                                        US26D
437802      06-8261                                                        US26D
437872      06-3436                                                        US26D
437820      06-8441                                                        US26D
437866      06-8853                                                        US26D
437834      06-8624                                                        US26D
437824          ----                                                                F8
437836      04-3402                                                          US3
437874      04-3395                                                          US3
437838      04-3422                                                         US10
437876      04-3438                                                         US10
437878      04-3439                                                        US10B
437840      04-3392                                                        US26D
437880      04-3393                                                        US26D
437842      04-0822                                                        US32D
437882      04-0116                                                        US32D     

▪ FULL MORTISE BALL TIP
Standard weight F179/FBB191 template hinges with solid brass decorative ball tips.  Tip conversion kits 
available for existing hinges.

TCH#         MFR#            DESCRIPTION  FINISH
437772           05-0561             F179BT 4 x 4 HINGE                 
437774           05-0085             F179BT 4.5 x 4.5 HINGE           
437892                  ----                  FBB191BT 4.5 x 4.5 HINGE        

FBB179 4 x 4 HINGE
FBB179 4.5 x 4.5 HINGE
FBB179 4.5 x 4.5 NRP
FBB179 4.5 x 4.5 HINGE
FBB179 5 x 5 HINGE
FBB179 3.5 x 3.5 NRP
FBB179 4 x 4 HINGE
FBB179 4.5 x 4.5 HINGE
FBB179 4.5 x 4.5 NRP
FBB179 4 x 4 HINGE
FBB179 4.5 x 4.5 HINGE
FBB179 4.5 x 4.5 NRP
FBB179 5 x 5 HINGE
FBB179 4 x 4 HINGE
FBB179 4.5 x 4.5 HINGE
FBB179 5 x 5 HINGE
FBB179 4 x 4 HINGE
FBB179 4.5 x 4 HINGE
FBB179 4.5 x 4 HINGE
FBB179 4.5 x 4.5 HINGE
FBB179 4.5 x 4.5 NRP

FBB179 4.5 x 4.5 HINGE
FBB179 4.5 x 4.5 HINGE
FBB179 4.5 x 4.5 HINGE
FBB179 3.5 x 3.5 HINGE
FBB179 4 x 4 NRP
FBB179 4 x 4 HINGE
FBB179 4.5 x 4 NRP
FBB179 4.5 x 4.5 HINGE
FBB179 4.5 x 4.5 NRP
FBB179 5 x 5 HINGE
FBB179 4.5 x 4.5 HINGE
FBB179 4.5 x 4.5 HINGE
FBB179 4.5 x 4.5 NRP
FBB191 4.5 x 4.5 HINGE
FBB191 4.5 x 4.5 NRP
FBB191 4.5 x 4.5 NRP
FBB191 4.5 x 4.5 HINGE
FBB191 4.5 x 4.5 NRP
FBB191 4.5 x 4.5 HINGE
FBB191 4.5 x 4.5 NRP

US3
US3
US3

USP
USP
USP

US1D
US1D
US3
US3
US3
US3
US4
US4
US4
US4

US10
US10
US10

US10A
US10A
US10A
US10A
US10A
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Door Hardware

Commercial Door Hinges
▪ SWING CLEAR FULL MORTISE 
F248 SERIES
Use where doors are required to meet 
barrier-free handicap codes, or to swing 
completely clear of openings so that wide 
equipment can pass through.  Standard 
weight, non-ball-bearing.

TCH#     MFR#        DESCRIPTION       FINISH
437910      05-4503        F248 3.5” HINGE          US4
437912      05-5152        F248 4” HINGE                         US4
437914         06-8860        F248 4.5” HINGE                     26D

▪ HALF SURFACE F173 SERIES
Use on doors where hinge mortises do not 
match frame mortise locations.  Surface 
mount on door and mortise mount on frame.  
Standard weight, non-ball-bearing.

TCH#     MFR#        DESCRIPTION    FINISH
437702      05-0132         F173 4.5” HINGE          USP

▪ HALF SURFACE FBB173 SERIES
Use on doors where hinge mortises do not 
match frame mortise locations.  Surface 
mount on door and mortise mount on frame. 
Standard weight, ball bearing.

TCH#     MFR#        DESCRIPTION    FINISH
437854      06-2734         FBB173 4.5” NRP         USP

▪ HALF MORTISE F167 SERIES
Use on doors where hinge mortises do not 
match frame mortise locations.  Standard 
weight, non-ball-bearing.  Mortise mount on 
door and surface mount on frame.

TCH#     MFR#        DESCRIPTION    FINISH
437700      05-0126         F167 4.5” HINGE         USP

▪ FULL MORTISE FBB168/FBB199 SERIES
For heavy and high-frequency 
doors such as school entrances.  
Heavyweight four-ball-bearing steel 
(168) or nonferrous (199).  Use on 
doors with closers.  Use only steel or 
stainless steel base metal hinges on 
fi re doors.  Template hole patterns.

TCH#     MFR#        DESCRIPTION             FINISH
437846      06-1682         FBB168 4.5 x 4.5 NRP                USP
437786      06-1679         FBB168 4.5 x 4.5 HINGE        US4
437788      06-1675         FBB168 4.5 x 4.5 HINGE       US26
437848      06-1681         FBB168 4.5 x 4.5 NRP              US26
437790      06-1676         FBB168 4.5 x 4.5 HINGE      US26D
437850      06-1684         FBB168 4.5 x 4.5 NRP            US26D
437791      06-1816         FBB168 5 x 5 HINGE            US26D
437884      04-4991         FBB199 4.5 x 4.5 NRP                US3
437886      04-4940         FBB199 4.5 x 4.5 NRP            US10B
437888      04-4998         FBB199 4.5 x 4.5 NRP            US26D
437844      04-4783         FBB199 4.5 x 4.5 HINGE      US32D
437890      04-4786         FBB199 4.5 x 4.5 NRP                      US32D
437894         ----            FBB199 4.5 x 4.5 w/security stud      US32D

▪ FULL MORTISE 4B51 SERIES HINGES

For heavy and high-frequency 
doors such as school entrances.  
Heavyweight four-ball-bearing 
nonferrous stainless steel.  Use on 
doors with closers.  Template hole 
pattern.

TCH#     MFR#        DESCRIPTION FINISH
362702      4B51           4.5 x 4.5 HINGE  US32D
362704      4B51           4.5 x 4.5 NRP HINGE   US32D
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Door Hardware

Commercial & Residential Door Hinges
▪ FULL MORTISE BB81 SERIES
Standard weight two-ball-bearing steel hinge for medium weight average frequency commercial doors.  
Use on doors with door closers.  “NRP” suffi x indicates non-removable pins.  Template hole pattern.
TCH#     MFR#        DESCRIPTION          FINISH
362712      BB81            4.5 x 4.5 HINGE  US26D
362714      BB81            4.5 x 4.5 NRP HINGE  US26D

▪ FULL MORTISE 749 SOLID BRASS
For residential applications.  Button tip standard, with stylized tip designs avalable (see below).  Non-rising tip.

Ball

Steeple

Crown

▪ DECORATIVE TIP KITS
Simply remove existing pin and tips and replace with new pin and decorative tips.  For use with 749 hinges only.

TCH#     MFR#        DESCRIPTION          FINISH
436558      80-3790         749 3 x 3 HINGE     US3
436560      80-3800         749 3.5 x 3.5 HINGE     US3
436565      80-3850         749 4 x 4 HINGE     US3

▪ FULL MORTISE PB81 SERIES
Steel hinge for use on medium weight doors, or low-frequency doors.  Not for use with a door closer.
TCH#     MFR#        DESCRIPTION          FINISH
362715      PB81            4.5 x 4.5 HINGE   US26D

TCH#     MFR#        DESCRIPTION          FINISH
437150      80-0200         SP750 BALL TIP KIT     US3
437155      80-0210         SP751 STEEPLE TIP KIT    US3
437160      80-0220         SP752 CROWN TIP KIT        US3

SOLD BY THE PAIR

SOLD INDIVIDUALLY
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Door Hardware

Standard Duty and Heavy Duty

TCH#      MFR# DESCRIPTION      FINISH
206590       BB5  4.5 x 4.5 MORTISE HINGE       US26D
206592       BB5NRP 4.5 x 4.5 MORTISE HINGE NON-REMOVABLE PIN     US26D
206594       BB5NRP 4.5 x 4.5 MORTISE HINGE NON-REMOVABLE PIN     US32D
206596       BB5-HW-NRP 4.5 x 4.5 HEAVY DUTY MORTISE HINGE NON-REMOVABLE PIN  US26D
206598       BB5-HW-NRP 4.5 x 4.5 HEAVY DUTY MORTISE HINGE NON-REMOVABLE PIN  US32D
206600       N/A  4.5 x 4.5 SPRING HINGE      US26D

Common hinge designs for use in projects where price is a signifi cant factor.

▪  BB5 STANDARD DUTY HINGES
 •  Maintenance free ball bearings
 •  Non-rising pin; some have non-removable pin
 •  3.4 mm thick
 •  Meets ANSIA156.1 standards
 •  Lifetime warranty

▪  BB5-HW NRP HEAVY DUTY HINGES
 •  Maintenance free ball bearings
 •  Non-rising and non-removable pin
 •  4.6 mm thick
 •  Meets ANSI-A156.1 standards
 •  Lifetime warranty

▪  SPRING HINGES
 •  Spring tension adjustment with hex wrench or tension rod
 •  3.4 mm thick
 •  Meets ANSI-A156.17 for self-closing hinges
 •  Lifetime warranty
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FINISHES:  US26D=satin chrome; US32D=satin stainless steel
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▪ ABOUT DESIGN HARDWARE
Design Hardware offers a signifi cant cost savings to your commercial job without sacrifi cing function or quality.  We 
stock the basic styles and fi nishes of locks, closers, hinges and exit devices for most jobs.  Other styles and fi nishes 
are available with very short lead times.  Please call for more information.



Door Hardware

Residential Door Hinges
▪ 1741 SERIES FULL MORTISE
Square cornered, for lightweight low-frequency use doors.  Five knuckles, non-rising 
removable pins, steel base material.  One pair of hinges (2) per box.  Sizes listed below 
are in inches.

3 x 3   
3.5 x 3.5

4 x 4

TCH#     MFR# DESCRIPTION     FINISH
246520      1741-30566 3.5 x 3.5 HINGE          1D
246522      1741-30533       3.5 x 3.5 HINGE         US3
246524      1741-29659 3.5 x 3.5 HINGE         US4
246526      1741-30552 3.5 x 3.5 HINGE         US5
246528      1741-37124 3.5 x 3.5 HINGE         10R
246530      1741-30555 3.5 x 3.5 HINGE        US15
246532      1741-30620 3.5 x 3.5 HINGE       US15A
246534      1741-30547 3.5 x 3.5 HINGE        US26
246536      1741-30551 3.5 x 3.5 HINGE       US26D 

TCH#     MFR# DESCRIPTION     FINISH
246538      1741-33144 4 x 4 HINGE        1D
246540      1741-33148 4 x 4 HINGE       US3
246542      1741-29664 4 x 4 HINGE       US4
246544      1741-33197 4 x 4 HINGE       US5
246546      1741-38067 4 x 4 HINGE       10R
246548      1741-32829 4 x 4 HINGE      US15
246550      1741-33199 4 x 4 HINGE     US15A
246552      1741-33145 4 x 4 HINGE      US26
246554      1741-33146 4 x 4 HINGE     US26D

4 x 4 3.5 x 3.5

▪ RC1741 SERIES FULL MORTISE
1/4” radius corner, for lightweight low-frequency use doors.  Five knuckles, non-rising 
removable pins, steel base material.  One pair of hinges (2) per box.  Sizes listed below 
are in inches.

TCH#      MFR#      DESCRIPTION         FINISH
246556       RC1741-30680       3.5 x 3.5 HINGE       1D
246558       RC1741-30644       3.5 x 3.5 HINGE                  US3
246560       RC1741-29681       3.5 x 3.5 HINGE                  US4
246562       RC1741-30648       3.5 x 3.5 HINGE                  US5
246564       RC1741-41116       3.5 x 3.5 HINGE                  10R
246566       RC1741-30652       3.5 x 3.5 HINGE                 US15
246568       RC1741-30689       3.5 x 3.5 HINGE                  15A
246570       RC1741-30646       3.5 x 3.5 HINGE                 US26
246572       RC1741-30647       3.5 x 3.5 HINGE                US26D

TCH#         MFR#      DESCRIPTION        FINISH
246574       RC1741-32881       4 x 4 HINGE                  1D
246576       RC1741-33267       4 x 4 HINGE                 US3
246578       RC1741-29698       4 x 4 HINGE                 US4
246580       RC1741-33523       4 x 4 HINGE                 US5
246582       RC1741-41269       4 x 4 HINGE                 10R
246584       RC1741-32876       4 x 4 HINGE                US15
246586       RC1741-32882       4 x 4 HINGE               US15A
246588       RC1741-33262       4 x 4 HINGE                US26
246590       RC1741-33265       4 x 4 HINGE               US26D

FINISH CODES
 US3 bright brass   US26D satin chrome
 US4 satin brass   1D black
 US5 antique brass   10R oil rubbed bronze
 US26 bright chrome   15A antique nickel
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Door Hardware

Residential Door & Utility Hinges
▪ RC1842 SERIES FULL MORTISE
5/8” radius rounded corners.  Steel hinge with steel pin.  Reversible, plain bearing.  Dimensions in inches.  
One pair of hinges (2) per box.

▪ 1848 SERIES UNASSEMBLED
Square by 5/8” radius.  Removable pin.  Reversible, plain bearing.  Dimensions in inches.  One pair of 
hinges (2) per box.

TCH#     MFR#     DESCRIPTION     FINISH
246592      RC1842-30857      3.5 x 3.5 HINGE             1D
246594      RC1842-30851      3.5 x 3.5 HINGE             US3
246596      RC1842-29757      3.5 x 3.5 HINGE            US4
246598      RC1842-30853      3.5 x 3.5 HINGE            US5
246600      RC1842-42009      3.5 x 3.5 HINGE            10R
246602      RC1842-30856      3.5 x 3.5 HINGE           US15
246604      RC1842-30859      3.5 x 3.5 HINGE            15A
246608      RC1842-30846        3.5 x 3.5 HINGE           US26 

▪ 804 BROAD LOOSE PIN UTILITY HINGE
For general purpose use like shop cabinets or lockers.  
Loose pin for easy disassembly.  Swaged for mortising, 
fi ve knuckles, made of steel, zinc fi nish.  Dimensions in 
inches.

▪ 808 BROAD RIVETED PIN UTILITY HINGE
Riveted pin for added security.  Use for general purpose 
applications like shop cabinets or lockers.  Full mortise, 
fi ve knuckles, made of steel, zinc fi nish.  Dimensions in 
inches.

TCH#    MFR#              DESCRIPTION  
298025     804-120100      2 x 2 HINGE
298030     804-120300      2.5 x 2.5 HINGE
298035     804-120550      3 x 3 HINGE
298040     804-120800      3.5 x 3.5 HINGE
298045     804-121000      4 x 4 HINGE
298060     808-123300      2 x 2 HINGE
298070     808-123950      3 x 3 HINGE
298080     808-124500      4 x 4 HINGE

TCH#     MFR#     DESCRIPTION     FINISH
246592      RC1842-30857      3.5 x 3.5 HINGE             1D
246594      RC1842-30851      3.5 x 3.5 HINGE            US3
246596      RC1842-29757      3.5 x 3.5 HINGE            US4
246598      RC1842-30853      3.5 x 3.5 HINGE            US5
246600      RC1842-42009      3.5 x 3.5 HINGE            10R
246602      RC1842-30856      3.5 x 3.5 HINGE           US15
246604      RC1842-30859      3.5 x 3.5 HINGE            15A
246608      RC1842-30846        3.5 x 3.5 HINGE           US26 

TCH#     MFR#    DESCRIPTION      FINISH
246628      1848-42019     4 x 4 HINGE      10R
246630      1848-67438     4 x 4 HINGE      US5
246632      1848-68713     4 x 4 HINGE    US15A
246634      1848-68734     4 x 4 HINGE    US26D 

SOLD INDIVIDUALLY

FINISH CODES ON PREVIOUS PAGE

FINISH CODES ON PREVIOUS PAGE
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Door Hardware

Single Acting Spring Hinges

Screws included with all hinges.  Other sizes and finishes not listed are available by special order.

TCH#    MFR#       DESCRIPTION      FINISH
437948     42-0935      2060R 4.5 x 4.5 HINGE     USP
437974     42-0768      RD2060R 3.5 x 3.5 HINGE     USP
437920     42-0749      2060R 3.5 x 3.5 HINGE     US3
437928     42-2110      2060R 4 x 4 HINGE     US3
437938     42-0940      2060R 4.5 x 4.5 HINGE     US3
437976     42-2210      RD2068R 4 x 4 HINGE     US3
437922     42-0742      2060R 3.5 x 3.5 HINGE     US4
437930     42-2102      2060R 4 x 4 HINGE     US4
437940     42-0936      2060R 4.5 x 4.5 HINGE     US4
437950     42-0754      RD2060R 3.5 x 3.5 HINGE     US4
437956     42-2152      RD2060R 4 x 4 HINGE     US4
437968     42-0766      RD2068R 3.5 x 3.5 HINGE     US4
437978     42-2202      RD2068R 4 x 4 HINGE     US4
437924     42-0746      2060R 3.5 x 3.5 HINGE    US10
437932     42-2104      2060R 4 x 4 HINGE    US10
437942     42-0937      2060R 4.5 x 4.5 HINGE    US10
437952     42-0758      RD2060R 3.5 x 3.5 HINGE    US10

▪  4.5 x 4.5” UL Listed for doors up to 4’ x 8’    ▪  Guaranteed for the life of the building
▪  3.5” x 3.5” and 4” x 4” UL Listed for up to 3’ x 7’ doors  ▪  Steel base material, non-handed, adjustable spring tension
▪  Select square corner, 1/4” radius corner or 5/8” radius corner ▪  Sold individually

TCH#     MFR#    DESCRIPTION      FINISH
437958      41-2154    RD2060R 4 x 4 HINGE    US10
437964          ----       RD2060R 4.5 x 4.5 HINGE    US10
437970      42-0770    RD2068R 3.5 x 3.5 HINGE    US10
437980      42-2204    RD2068R 4 x 4 HINGE    US10
437934      42-2108    2060R 4 x 4 HINGE   US10A
437944      42-0941    2060R 4.5 x 4.5 HINGE   US10A
437960      42-2158    RD2060R 4 x 4 HINGE   US10A
437982          ----        RD2068R 4 x 4 HINGE    US26
437926      42-0750    2060R 3.5 x 3.5 HINGE   US26D
437936      42-2106    2060R 4 x 4 HINGE   US26D
437946      42-0939    2060R 4.5 x 4.5 HINGE   US26D
437954      42-0762    RD2060R 3.5 x 3.5 HINGE   US26D
437962      42-2156    RD2060R 4 x 4 HINGE   US26D
437966      42-0992    RD2060R 4.5 x 4.5 HINGE   US26D
437972      42-0774    RD2068R 3.5 x 3.5 HINGE   US26D
437984      42-2206    RD2068R 4 x 4 HINGE   US26D

▪  2060R Square Corner ▪  RD2060R (1/4” Radius) ▪  RD2068R 3.5 x 3.5 (5/8” Radius) ▪  RD2068R 4 x 4 (5/8” Radius)

4.5 x 4.5 SIZE APPLICATIONS

Max Door Size &    Number of Hinges
       Weight           Required

3’0” x 7’6” x 1-3/4”    1 with 2 ball bearing
         80 lbs.    hinges of same size

3’0” x 7’6” x 1-3/4”    2 with 2 ball bearing
        130 lbs.    hinges of same size

3’0” x 7’6” x 1-3/4”                3
        180 lbs.

4’0” x 8’0” x 1-3/4”                4
         180 lbs.

3.5 x 3.5 AND 4 x 4
SIZE APPLICATIONS

Max Door Size &    Number of Hinges
       Weight           Required

      3’0” x 7’0”               1*
         50 lbs. 

      3’0” x 7’0”               2
        85 lbs.  

      3’0” x 7’0”                          3
        110 lbs.

FINISHES
USP Primed for paint  
US3 Bright brass  
US4 Satin brass  
US10 Satin bronze  
US10A Satin bronze oxidized, oil 
  rubbed on bronze only
US26 Bright chrome plated
US26D Satin chrome plated 

*Additional spring hinges may be required 
where draft conditions exist, or if carpets, 
door bottoms, warped doors and frames, or 
latch misalignment affect free swinging and 
latching of doors.
NOTE:  NFPA 80 code stipulates minimum of 
two spring hinges on fi re labeled doors.
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Door Hardware

Double Acting Spring Hinges
Allow doors to open in either direction, then return automatically to closed position.  Adjustable spring tension permits power and 
speed adjustment of closing action.  

TCH#      MFR#        DESCRIPTION      FINISH
165125       3029-3          3” SPRING HINGE        601
165140       3029-4          4” SPRING HINGE                   601
165150       3029-5          5” SPRING HINGE                   601
165160          3029-6          6” SPRING HINGE                   601
165185       3029-7          7” SPRING HINGE                   601
165195       3029-8          8” SPRING HINGE                   601
165130          3029-3          3” SPRING HINGE                   632
165145          3029-4          4” SPRING HINGE                   632
165155          3029-5          5” SPRING HINGE                   632
165165          3029-6          6” SPRING HINGE                   632
165170          3029-6x4.5   6 x 4.5” SPRING HINGE           600
165175          3029-6x4.5   6 x 4.5” SPRING HINGE            601

▪ 3029 SERIES

NON TEMPLATE
Door fl ange is mortised into edge of door.  Jamb fl ange is surface mounted to jamb.  Steel material.  Non-handed.  
Packed with all wood screws.  Non-template screw hole pattern.  Do not use on doors with a beveled hinge edge.  
Stock fi nishes are 601 (US1B) bright black japanned and 632 (US3) bright brass plated, clear coated.

TEMPLATE
Door fl ange is mortised into edge of door and fi ts standard 4-1/2” template hinge mortise.  Jamb fl ange is surface 
mounted on jamb.  Steel material.  Non-handed.  Packed with all machine screws.  Do not use on doors with a beveled 
hinge edge.  Stock fi nishes are 600 prime coat and 601 bright black japanned.

2 HINGES   3 HINGES   
DOOR
WGT.   

DOOR
WIDTH   ITEM#   

▪  MAXIMUM DOOR SIZES AND WEIGHTS TABLE
Three hinges per door is recommended.  The center hinge should be installed as close as possible to the top for maximum support.

3029-3
3029-4
3029-5
3029-6
3029-7
3029-8
3029-
6x4.5*

DOOR
WGT.   

DOOR
WIDTH   

DOOR
THICKNESS   

DOOR
HEIGHT**   

35
60
65
75
82

103
75

2’0”
2’4”
2’8”
2’8”
3’0”
3’6”
2’8”

39
75
93

107
120
143
107

2’8”
3’0”
3’0”
3’0”
3’6”
4’0”
3’0”

3/4 - 1”
7/8 - 1-1/4”

1-1/8 - 1-1/2”
1-1/4 - 1-3/4”

1-3/8 - 2”
1-1/2 - 2”

1-3/4”

5’0”
6’8”
6’8”
7’0”
7’0”
7’0”
7’0”

TOP VIEW

DOOR

JAMB

*Hinges will fi t into standard full mortise hinge cutouts in hollow metal door, but if standard hinge locations are provided on 1-3/4” hollow metal doors, we recommend using 3029-8 x 4.5 for 
maximum support.  **Hinge capacity decreases as door height decreases.

SOLD INDIVIDUALLY
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Door Hardware

Double Acting Spring Hinges
▪ 1514/1515/H LOUVER DOOR SERIES
For lightweight louver doors.  

▪  1514 series for 7/8” to 1” thick doors  
▪  1515 series for 1-1/8” to 1-1/2” thick doors  
▪  “H” suffi x indicates hinge has a hold-open feature  
▪  Maximum door width: 18”
▪  Maximum weight: 18 lbs 
▪  Maximum height: 42”
▪  Includes wood screws  
▪  Stocked in 601 (US1B) bright black japanned and 632 (US3) bright brass plated, clear coated

TCH#      MFR#        DESCRIPTION      FINISH
165005       1514          SPRING HINGE         601
165020       1514-H          SPRING HINGE                    601
165035       1515          SPRING HINGE                    601
165055          1515-H          SPRING HINGE                    601
165010       1514          SPRING HINGE                    632
165025       1514-H          SPRING HINGE                    632
165040          1515          SPRING HINGE                    632
165060          1515-H          SPRING HINGE                    632

SOLD INDIVIDUALLY
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Door Hardware

Single Acting Spring Hinges

TCH#    MFR#        DESCRIPTION       FINISH
165200     4311       4 x 4 SPRING HINGE       633

Eliminate the cost of installing a door closing device.  UL Listed for up to 3 hour “A” label openings.  Full mortise hinges.
▪  Converts doors to self closing in existing installations
▪  Maximum labeled door size is 3’ x 7’ x 1-3/4”
▪  Maximum non-labeled door width is 4’
▪  For doors over 7’6” in height, use an additional hinge for every 30” of height or fraction thereof
▪  Steel material, non-handed
▪  Adjustable spring tension
▪  All are sold individually

▪  4311 STANDARD TEMPLATE SERIES
▪  Screw hole pattern conforms to ANSI template specifi cations
▪  1/4” radius corners
▪  4” x 4” size stocked
▪  Packed with all wood screws and half machine screws
▪  Stock fi nish is 633 (US4) satin brass, clear coated
▪  Other corner types, sizes and fi nishes available by special order

▪  4300 SPECIAL TEMPLATE SERIES
▪  Special template screw hole patterns to match particular door and frame manufacturers (see below)
▪  4350 packed with all wood screws
▪  4361 & 4381 packed with all wood and all machine screws
▪  Stock fi nish for 4350 is 633 (US4) satin brass, clear coated
▪  Stock fi nish for 4361, 4381, 4382 and 4383 is 600 (USP) primed for painting

TCH#    MFR#        DESCRIPTION         FINISH
165202     4350       4 x 4 SPRING HINGE PEACH TREE           633
165203     4361  4 x 4 SPRING HINGE CASTLEGATE           600
     5/8” radius corner one leaf, square corner one leaf
165204     4381  4 x 4 SPRING HINGE STANLEY       600
     5/8” radius corner one leaf, square corner one leaf
165210     4382  4 x 4 SPRING HINGE TAYLOR            600
     5/8” radius corner
165212     4383  4 x 4 SPRING HINGE TAYLOR            600
     1/4” radius corner

St. Paul headquarters:  651-735-2200                           Minneapolis:  763-535-4660                           Phoenix:  480-889-1000                        Omaha:  402-431-1400
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▪ STANLEY
▪  Makes gates or doors self closing
▪  Adjustable spring tension
▪  11” or 14” size
▪  Black US1D fi nish

▪ BOMMER
▪  Economical closing device
▪  Wrought steel heads
▪  Adjustable spring tension
▪  601 (US1B) bright black japanned fi nish
▪  Packed with wood screws

Door Hardware

Auxiliary Door & Gate Springs

www.tchco.com

TCH#     MFR#        DESCRIPTION      FINISH
165075      2400        8-5/16” SPRING      601
165080      2410  9-5/16” SPRING      601
165085      2430  11-5/8” SPRING      601
165090      2440  12-3/4” SPRING      601
165095      2500  9” SPRING      601
165105      2520  13” SPRING      601

2400, 2410, 2430, 2440 series

2500, 2520 series

CD1295 US1D series

TCH#     MFR#        DESCRIPTION      FINISH
436635  76-0865  CD1295 11” SPRING   US1D
436640  76-0869  CD1295 14” SPRING   US1D

44



Double acting, steel base material.
▪  Packed with wood screws
▪  Stock fi nishes are:  600 (USP) prime for painting, 601 (US1B) bright black japanned, 632 (US3) bright brass, 633 (US4) satin           
    brass clear coated
▪  Brass available on 7000/7100 Series by special order

Door Hardware

Spring & Gravity Pivots

▪  7000/7100 SERIES SPRING PIVOTS
▪  Ball bearing action
▪  Stocked with adjustable and non-adjustable spring tension
▪  Maximum door weight:  75 lbs.
▪  Minimum door thickness:  1”
▪  Jamb brackets are 1-1/4” wide

TCH#     MFR#        DESCRIPTION        FINISH
165220  7012  SURFACE MOUNT NONADJUSTABLE      601
165225  7022  MORTISE MOUNT NONADJUSTABLE      601
165227  7112  SURFACE MOUNT ADJUSTABLE      600
165230  7112  SURFACE MOUNT ADJUSTABLE      633
332170  7122  MORTISE MOUNT ADJUSTABLE      601
165235  7122  MORTISE MOUNT ADJUSTABLE      633

▪  7512 SERIES GRAVITY PIVOTS
▪  For dwarf louver doors
▪  Doors automatically close by their own weight
▪  Maximum door weight:  50 lbs.
▪  Maximum door width:  30”
▪  Jamb brackets are 1-1/4” wide

TCH#     MFR#        DESCRIPTION        FINISH
165220  7512  GRAVITY PIVOT        600
165225  7512  GRAVITY PIVOT        632
165255  7512H  GRAVITY PIVOT WITH 90° HOLD OPEN          600

TYPE 7012 & 7112 TYPE 7022 & 7122
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DOUBLE ACTING SERIES
Residential duty floor hinge for low-frequency doors.  Adjustable tension.  Ball bearings.
▪  85º hold open
▪  For door thicknesses from 1-3/8” to 1-3/4”
▪  Includes wood screws, solid brass side plates, back plate and top pivot

Door Hardware

Floor Hinges

TCH#    MFR#        DESCRIPTION       FINISH
335100     DASH95 DOUBLE ACTING FLOOR HINGE BRIGHT BRASS (US3)
335102     DASH95 DOUBLE ACTING FLOOR HINGE ANTIQUE BRASS (US5)
335104     DASH95 DOUBLE ACTING FLOOR HINGE OIL RUBBED BRONZE (US10B)
335108     DASH95 DOUBLE ACTING FLOOR HINGE BRIGHT CHROME (US26)
335110     DASH95 DOUBLE ACTING FLOOR HINGE SATIN CHROME (US26D)
335120     DASH95 DOUBLE ACTING FLOOR HINGE BRIGHT BRASS (US3)
335121     JB-DASH95 JAMB BRACKET   ANTIQUE BRASS (US5)
335122     JB-DASH95 JAMB BRACKET   OIL RUBBED BRONZE (US10B)
335123     JB-DASH95 JAMB BRACKET   SATIN NICKEL (US15)
335124     JB-DASH95 JAMB BRACKET   BRIGHT CHROME (US26)
333125     JB-DASH95 JAMB BRACKET   SATIN CHROME (US26D)

▪  OPTIONAL BOTTOM JAMB BRACKET

Use to mount fl oor hinge on jamb

St. Paul headquarters:  651-735-2200                           Minneapolis:  763-535-4660                           Phoenix:  480-889-1000                        Omaha:  402-431-1400
                     Toll Free:  800-747-1980                                                                                                  Toll Free:  877-747-1977                      Toll Free:  888-318-3222
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